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YG TAP GENERAL

- Suitable for Tapping Blind / Through Holes due to Flute Geometry and
Excellent Chip Evacuation

- Geeignet fiir das Gewindeschneiden von Grund- und Durchgangsbohrungen aufgrund der
Nutengeometrie und der hervorragenden Spanabfuhr
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(Recommended cutting conditions : P161 )

IS0 3\/322 Material Description
1

Non-alloy steel

Low alloy steel

High alloyed steel,
and tool steel

Stainless steel

Grey cast iron
Nodular cast iron

Malleable cast iron

Aluminum-
wrought alloy

Aluminum-
cast, alloyed

Copper and
Copper Alloys
(Bronze / Brass)
Non Metallic
Materials

Heat Resistant
Super Alloys

Titanium Alloys

Hardened steel

Chilled Cast Iron
Hardened Cast Iron

Composition / Structure / Heat Treatment

About 0.15% C
About 0.45% C
About 0.45% C
About 0.75% C
About 0.75% C

Ferritic / Martensitic
Martensitic

Austenitic

Pearlitic / ferritic
Pearlitic (Martensitic)
Ferritic

Pearlitic

Ferritic

Pearlitic

Not Curable

Curable

<12% Si, Not Curable
<12% Si, Curable
>12% Si, Not Curable
Cutting Alloys, PB>1%
CuZn, CuSnZn (Brass)

CuSn, lead-free copper and electrolytic copper

Annealed
Annealed
Quenched & Tempered
Annealed
Quenched & Tempered
Annealed
Quenched &Tempered
Quenched & Tempered
Quenched & Tempered
Annealed
Quenched & Tempered
Annealed
Quenched & Tempered

Hardened

Hardened

Duroplastic, Fiber Reinforced Plastic

Rubber, Wood, etc.
Fe Based

Nior Co Based

Pure Titanium
Alpha + Beta Alloys

Annealed
Cured
Annealed
Cured
Cast

Hardened
Hardened
Hardened
Cast

Hardened

HOLETYPE
TOOL MATERIAL
CHAMFER LEAD ACC.TO DIN2197
FLUTETYPE
SPIRAL FLUTE ANGLE

EG-UNC| DIN371/376
EG-UNF| DIN371/374

SURFACE TREATMENT

250 25
270 28
300 32
180 10
275 29
300 32
350 38
200 15
325 35
200 15
240 23
180 10
180 10
260 26
160 B

250 25
130

230 21
60

100

75

20

130

110

20

100

200 15
280 30
250 25
350 38
320 34

400 Rm
1050 Rm

550 55
630 60
400 42
550 55
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Max. 3.0xD Max. 2.0xD CARBIDE
Through Hole ‘ E[I Blind/Through Hole:
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B B B B c [+
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- - - - L20 -
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HOLETYPE

TOOL MATERIAL

E B Max. 2.0xD
Blind/Through Hole

HSS

- CUANFERLEAD ACCTO D17 1nm 1
I THREADING FLUTETYPE Staght e Staght e
TOOLS SPIRAL FLUTE ANGLE - B
7109
HSS & HSS-E v
YG TAP

GENERAL

Suitable for Tapping Blind / Through Holes
due to Flute Geometry and Excellent Chip Evacuation

IF| DIN371/374

(P153)

TREATMENT

Bright

Bright

Please visit
globalyg1.com/mat
for material search

50 | VoI

©:Excellent O :Good

Material Description Composition / Structure

About 0.15% C
About 0.45% C Annealed 190 13
Non-alloy steel ~ About 0.45% C Quenched & tempered 250 25
About 0.75% C Annealed 270 28
[ 5 | About 0.75% C Quenched &tempered 300 32
P |6 | Annealed 180 10
Low alloy steel Quenched &tempered 275 29
[ 8 | = Quenched &tempered 300 32
[ 9| Quenched &tempered 350 38
m High alloyed steel, Annealed 200 15
and tool steel Quenched &Tempered 325 35
Ferritic / Martensitic ~ Annealed 200 15
Stainless steel ~ Martensitic Quenched &Tempered 240 23
Austenitic 180 10
GiyEdilEn Pearlitic / ferritic 180 10
Pearlitic (Martensitic) 260 26
Nodular cast iron Fenttic 160 3
Pearlitic 250 25
. Ferritic 130
Malleable cast iron Pearlitic 230 2
Aluminum- Not Curable 60
wroughtalloy  Curable Hardened 100
. <12% Si, Not Curable 75
:als‘i‘":;:;:;‘ <12%Si, Curable Hardened 920
>12% Si, Not Curable 130
Copperand Cutting Alloys, PB>1% 110
Copper Alloys  CuZn, CuSnZn (Brass) 920
(Bronze /Brass)  CuSn, lead-free copper and electrolytic copper 100
Non Metallic ~ Duroplastic, Fiber Reinforced Plastic
Materials Rubber, Wood, etc.
Annealed 200 15
) Fe Based Cured 280 30
Hse:;:re;ﬁ;:t Annealed 250 25
Nior Co Based Cured 350 38
Cast 320 34
et Al Pure Titanium 400 Rm
Alpha +Beta Alloys  Hardened 1050 Rm
38 Hardened 550 55
Hardened steel Hardened 630 60
Chilled Cast Iron Cast 400 )
Hardened Cast Iron Hardened 550 55
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nsm
Straight Flute

1m
Straight Flute

Hss

g [E Max. 2.0xD
Blind/Through Hole

nsm
Straight Flute

HSS-E
nsm
Straight Flute
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Straight Flute

7msm
Straight Flute
- Left Hand Cut - -

T7363
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P> Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

DIN 371
2.5xD

@D2 2D1 60
 — =
é % | |
© KI ‘ L1
L L - _,‘
| 2d1
DIN . Machine taps
Gs @ 3711376 m m m Bright % Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
o Lo || i e ek et | e
Length | Length | Length |Diameter| Size Length Flute Diameter
D1 P Bright L1 L2 Ls D2 K Kl z @d1
M2 X 04 TC711136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TC711156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TC711196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TC711176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TC711496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TC711206 6 56 18 35 27/ 6 3 25
M3.5 X 0.6 TC711226 7 56 20 4 3 6 3 2.9
M4 x 0.7 TC711246 7 63 21 45 3.4 6 3 33
M4.5 x 0.75 TC711266 8 70 25 6 4.9 8 3 3.7
M5 X 0.8 TC711286 8 70 25 6 49 8 3 4.2
M6 X1 TC711316 10 80 30 6 4.9 8 3 5
M7 x1 TC711346 10 80 30 7 55 8 3 6
M8 X 1.25 TC711366 13 90 35 8 6.2 9 3 6.8
M9 X 1.25 TC711396 13 90 35 9 7 10 3 7.8
M10 X 1.5 TC711426 15 100 39 10 8 11 3 8.5
M11 X 1.5 TC711466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TC711506 18 110 44 9 7 10 3 10.2
M14 x 2 TC711546 20 110 44 11 9 12 3 12
M16 x 2 TC711606 20 110 44 12 9 12 3 14
M18 X 2.5 TC711656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TC711706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TC711746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TC711786 30 160 60 18 14.5 17 4 21
M27 x 3 TC711866 30 160 60 20 16 19 4 24
M30 X 3.5 TC711946 35 180 70 22 18 21 4 26.5
p-DIN 371(M2~M10) and DIN 376(M11~M30)
P+ DIN profile not ISO
© : Excellent O :Good
150 | — M k]
Dﬁﬁén Non-alloy steel Low alloy steel H%medﬁq, Stainless steel Grey cast iron Nudlijrlglf‘mst Malle;gl‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB | 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © [©) O © [©) O O o) © ©

Iso

I
Material  Aluminum- i C and Copper Al Non Metallic 7 q
Description  wirought alloy Aluminum-cast, alloyed Wp(eBrmrze 7 é’r’;;) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36
HRe 15 30 25 38 34 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O olole | o €]
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

TD711 scris

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

DIN 371 i — [ Hole type |

P> Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

2.5xD
e
@D2 2D1 50°
I [ _._|_,
é ? | |
& Kl L1
L3
L2 l" "‘
I @d1
Gs DIN . Machine taps
371/376 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
e | || Dt 00| e st e
Length | Length | Length |Diameter| Size Length Flute Diameter
@D P TiN L1 L2 Ls 2D2 K Kl z @d1
M2 X 04 TD711136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TD711156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TD711196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TD711176 9 50 15 28 21 5 3 2.05
*M2.6 X 0.45 TD711496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TD711206 6 56 18 3.5 27 6 3 25
M3.5 X 0.6 TD711226 7 56 20 4 3 6 3 29
M4 x 0.7 TD711246 7 63 21 45 34 6 3 33
M4.5 x 0.75 TD711266 8 70 25 6 4.9 8 3 3.7
M5 X 0.8 TD711286 8 70 25 6 4.9 8 3 4.2
M6 X1 TD711316 10 80 30 6 4.9 8 3 5
M7 x1 TD711346 10 80 30 7 55 8 3 6
M8 X 1.25 TD711366 13 90 35 8 6.2 9 3 6.8
M9 X 1.25 TD711396 13 920 35 9 7 10 3 7.8
M10 X 1.5 TD711426 15 100 39 10 8 11 3 8.5
M11 X 1.5 TD711466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TD711506 18 110 44 9 7 10 3 10.2
M14 x 2 TD711546 20 110 44 11 9 12 3 12
M16 x 2 TD711606 20 110 44 12 9 12 3 14
M18 X 2.5 TD711656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TD711706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TD711746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TD711786 30 160 60 18 14.5 17 4 21
M27 x 3 TD711866 30 160 60 20 16 19 4 24
M30 X 3.5 TD711946 35 180 70 22 18 21 4 26.5
»DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO
© : Excellent O : Good
150 | —— M k]
Dwﬂm Non-alloy steel Low alloy steel ngmxsg‘;el, Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
() ISO Metrico passo fine DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

onors [ —Ny U

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

@D2 2D1 60°
| |
| | "_l_'
NS ’_ﬁ L1
L3 l‘" _}‘
I = @ad1
DIN . Y Machine taps
GS DY P™ eion
Recommended Cutting Page : P.161 Unit: mm

SIZE Pitch

Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
it L1 L2 Ls D2 K Kl z [o]e}

D1 P Brigh
M4 x 0.5 TC411256 5 63 21 2.8 2.1 5 3 35
M5 X 0.5 TC411296 5 70 25 35 27 6 3 4.5
M6 X 0.75 TC411326 8 80 30 4.5 34 6 3 5.2
M6 X 0.5 TC411336 5 80 30 4.5 34 6 B 55
M7 X% 075 TC411356 10 80 30 5.5 4.3 7 3 6.2
M8 X1 TC411376 10 90 36 6 4.9 8 3 7
M8 X 0.75 TC411386 8 80 30 6 4.9 8 3 7.2
M8 X 05 TC411936 5 80 30 6 4.9 8 3 7.5
M10 X 1.25 TC411436 16 100 40 7 5.5 8 3 8.8
M10 X 1 TC411446 10 90 36 7 55 8 3 9
M10 X 0.75 TC411456 10 90 36 7 5.5 8 3 9.2
M12 X 1.5 TC411516 15 100 40 9 7 10 3 10.5
M12 X 1.25 TC411526 15 100 40 9 7 10 3 10.8
M12 X1 TC411536 11 100 40 9 7 10 3 11
M14 x 1.5 TC411556 15 100 40 11 9 12 3 125
M14 X 1.25 TC411566 15 100 40 11 9 12 3 12.8
M14 x 1 TC411576 11 100 40 11 9 12 3 13
M16 X 1.5 TC411616 15 100 40 12 9 12 3 14.5
M16 X 1 TC411626 12 100 40 12 9 12 3 15
M18 X 1.5 TC411676 17 110 44 14 11 14 4 16.5
M18 x 1 TC411686 13 110 44 14 11 14 4 17
p NEXT PAGE
© : Excellent O : Good
150 | — M
e Non-alloy steel Low alloy steel Fichdlojedsiedl  tainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 | 13 | 14 | 15 | 46 | 47
HRe 13 25 28 3 10 29 3 38 15 35 | 15 23 10 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © [©) O © [©) O O @]
10
D@;I)n wArélergI!lTJaI"I:y Aluminum-cast, alloyed Cq){)(earmarrgec/ogrgl)\lloys me'\gﬁ':lgic Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35
HRe 15 30 25 38 34 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O o O o o ©
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Tc41 1 SERIES

ISO metric fine threads DIN 13
& Metrisches ISO-Feingewinde DIN 13

() ISO METRIQUE PAS FINS DIN13

() ISO Metrico passo grosso DIN 13

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

DIN 374 2.5xD

@D2 D1
| |
| |
© Kl ‘ L1
L2 = “ -}‘
[ @d1
DIN . Machine taps
Gs @ m m m B"ght % Maschlnengewmdebohrer
Recommended Cutting Page : P.161 Unit : mm
SIZE Pitch Thread | Overall Neck Shank | Square | Square Tapping Drill
Length | Length | Length |Diameter| Size Length Diameter
D1 P Bright L1 L2 L3 2D2 K Kl z @d1
M20 X 1.5 TC411726 17 125 50 16 12 15 4 185
M20 X 1 TC411736 14 125 50 16 12 15 4 19
M22 x 1.5 TC411766 17 125 50 18 145 17 4 20.5
M22 x 1 TC411776 14 125 50 18 145 17 4 21
M24 x 2 TC411796 20 140 54 18 14.5 17 4 22
M24 X 15 TC411806 20 140 54 18 14.5 17 4 225
M26 X 1.5 TC411856 20 140 54 18 14.5 17 4 245
M27 X 2 TC411876 20 140 54 20 16 19 4 25
M27 x 1.5 TC411886 20 140 54 20 16 19 4 255
M28 X 1.5 TC411916 20 140 54 20 16 19 4 26.5
M30 X 2 TC411966 22 150 57 22 18 21 4 28
M30 X 1.5 TC411976 22 150 57 22 18 21 4 285
© : Excellent O : Good
150 | —— M
Dmﬁén Non-alloy steel Low alloy steel H'gmﬁ’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’i&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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TD411 scres

ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() 1SO METRIQUE PAS FINS DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

Hole type

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

@D2 @D1
| — /
| | "_l_'
= ’_ﬁ L1
L3 L_ _}‘
I L2 gd1
Gs DIN . Machine taps
374 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit: mm

SIZE Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
= TiN L1 L2 L3 D2 K z G

@D1 (4] KI
M4 x 0.5 TD411256 5 63 21 2.8 2.1 5 3 3.5
M5 X 0.5 TD411296 5 70 25 3.5 27 6 3 4.5
M6 X% 0.75 TD411326 8 80 30 4.5 3.4 6 3 52
M6 X 0.5 TD411336 5 80 30 4.5 34 6 3 55
M7 x0.75 TD411356 10 80 30 55 4.3 7 3 6.2
M8 X1 TD411376 10 90 36 6 4.9 8 B 7
M8 X 0.75 TD411386 8 80 30 6 4.9 8 3 7.2
M8 X 0.5 TD411936 5 80 30 6 4.9 8 3 7.5
M10 X 1.25 TD411436 16 100 40 7 55 8 3 8.8
M10 X 1 TD411446 10 90 36 7 55 8 3 9
M10 X 0.75 TD411456 10 90 36 7 5.5 8 3 9.2
M12 X 1.5 TD411516 15 100 40 9 7 10 3 10.5
M12 % 1.25 TD411526 15 100 40 9 7 10 3 10.8
M12 X1 TD411536 11 100 40 9 7 10 B 11
M14 x 1.5 TD411556 15 100 40 11 9 12 3 12.5
M14 x 1.25 TD411566 15 100 40 11 9 12 B 12.8
M14 x 1 TD411576 11 100 40 11 9 12 3 13
M16 X 1.5 TD411616 15 100 40 12 9 12 3 14.5
» NEXT PAGE
©: Excellent O : Good
150 —— m
e Non-alloy steel Low alloy steel Fichdlojedsiedl  tainless steel
Wiz 1 2 3 4 5 6 7 8 9 1 1 12 138 14 15 16 17
HRG i3 2 28 3 10 29 3 8 15 3 15 23 10 10 2
HB 125 150 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © [©) © O [©) © O O O

Iso

I
S T, A syes PRSI NI s

VDI3323 21 22 23 24 25 25 27 | 28 29 30 31 | 82 | 33 | 34 | 3%

HRc 15 | 30 25 38 | 34 5 60

HB 60 100 75 9 13 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o | O © O €]
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7

ISO metric fine threads DIN 13
& Metrisches ISO-Feingewinde DIN 13

() ISO METRIQUE PAS FINS DIN13

() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

60°

@D2 D1
I I _._|_,
| |
Q rﬁ Lt
£ et
=)l
I L2 2d1
Gs DIN . Machine taps
374 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 TiN L1 L2 L3 @D2 K Kl z @d1
M16 X 1 TD411626 12 100 40 12 9 12 3 15
M18 X 1.5 TD411676 17 110 44 14 11 14 4 16.5
M18 X 1 TD411686 13 110 44 14 11 14 4 17
M20 X 1.5 TD411726 17 125 50 16 12 15 4 18.5
M20 %1 TD411736 14 125 50 16 12 15 4 19
M22 x 1.5 TD411766 17 125 50 18 145 17 4 20.5
M22 x1 TD411776 14 125 50 18 14.5 17 4 21
M24 x 2 TD411796 20 140 54 18 14.5 17 4 22
M24 X 1.5 TD411806 20 140 54 18 145 17 4 225
M26 X 1.5 TD411856 20 140 54 18 14.5 17 4 245
M27 X 2 TD411876 20 140 54 20 16 19 4 25
M27 X 1.5 TD411886 20 140 54 20 16 19 4 255
M28 x 1.5 TD411916 20 140 54 20 16 19 4 26.5
M30 X 2 TD411966 22 150 57 22 18 21 4 28
M30 X 1.5 TD411976 22 150 57 22 18 21 4 28.5
© : Excellent O : Good
150 | —— ]
Dmﬁén Non-alloy steel Low alloy steel H'gmﬁ’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)

Iso

I
Dﬁ;’ln wArtl)IergI!lTJaI"I:y Aluminum-cast, alloyed Copperand CogperAlloys Non Metalllc Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 25 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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CARBIDE

THREAD
MILLS

SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA



CARBIDE
-~
w 7 [ TC144 s
THREAD Unified coarse threads
MILLS & Unified Grobgewinde
() UNC
SYNCTE\I;CS) {) Unificato passo grosso
P> Suitable for tapping blind holes due to special flute geometry and P Geeignet zum Gewinden von Sacklochern dank besonderer
excellent chip evacuation. Nutengeometrie und ausgezeichneter Spanabfuhr.
COMBO
TAPS ___ .
(DIN 371
GENERAL e
DIN 376
YG TAP
STEEL )
D2 2D &0
YG TAP I |
HARDENED J [
© KI L1
YGTAP . [ l.. .-,‘
INOX | L2 D1
Y% TéP
AST .
iRON Gs DIN . Machine taps
3711376 Bright Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.161 Unit: mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Flute Diameter
YG %A,\i D1 Bright L1 L2 Ls 2D2 K Kl z G
#4  -40UNC TC144162 6 56 18 35 2.7 6 3 2.3
YGTAP #5  -40UNC TC144202 7 56 18 35 27 6 3 26
FORMING #6  -32UNC TC144242 7 56 20 4 3 6 3 2.85
#8  -32UNC TC144282 8 63 21 4.5 34 6 3 35
#10 - 24UNC TC144322 10 70 25 6 49 8 3 3.9
NUT TAPS #12  -24UNC TC144362 10 80 30 6 49 8 3 4.5
1/4  -20UNC TC144402 13 80 30 7 55 8 3 52
5/16 - 18UNC TC144442 14 90 35 8 6.2 9 3 6.6
STITAPS 3/8 -16UNC TC144482 16 100 39 9 7 10 3 8
7/16 -14UNC TC144522 17 100 40 8 6.2 9 3 9.4
1/2  -13UNC TC144562 20 110 44 9 7 10 3 10.75
PIPETAPS 9/16 -12UNC TC144602 20 110 44 11 9 12 3 12.25
i 5/8 -11UNC TC144642 22 110 44 12 9 12 3 13.5
3/4 - 10UNC TC144702 25 125 50 14 11 14 4 16.5
TECHNICAL 7/8 - 9UNC TC144742 27 140 54 18 14.5 17 4 19.5
DATA 1 - 8UNC TC144782 30 160 60 20 16 19 4 22.25
1-1/8 - 7UNC TC144822 35 180 65 22 18 21 4 25
P»-DIN 371(#4~3/8) and DIN 376(7/16~1-1/8)
© : Excellent O : Good
10 ] M
Dmﬁén Non-alloy steel Low alloy steel H'gmsg;d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 | 13 | 14 | 15 | 46 | 47
HRe 13 25 28 3 10 29 3 38 15 35 | 15 23 10 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © © o © [©) O O o)
10
D@;I)n wArélergI!lTJaI"I:y Aluminum-cast, alloyed Cq){)(earmarrgec/ogrgl)\lloys me'\gﬁ':lgic Heat Resistant Super Alloys
VDI3323 21 220 23 | 24 25 26 27 28 29 30 31 32 33 34 35
HRe 15 30 | 25 | 38 34 55 60
HB 60 100 75 9 130 110 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o | O €] o €]
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7S 701240 |

Unified fine threads

CARBIDE

THREAD
& Unified Feingewinde WILLS
() UNF
() Unificato passo grosso %XQIéDHRO
P> Suitable for tapping blind holes due to special flute geometry and P Geeignet zum Gewinden von Sacklochern dank besonderer
excellent chip evacuation. Nutengeometrie und ausgezeichneter Spanabfuhr. COMBO
__ TAPS
— Hole t
DIN 371
2.5xD
| YGTAP
DIN 374 GENERAL
YG TAP
) STEEL
@D2 2D1 60
[ I <|_ YG TAP
I [ HARDENED
© KL L1
L |{_ _,‘ YG TAP
| = o INOX
EGSTAP
. AST
Gs DIN . Machine taps RON
3711374 Bright Maschinengewindebohrer
YG TAP
Recommended Cutting Page : P.161 Unit: mm ALU
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Flute Diameter
@D Bright L1 L2 Ls @D2 K Kl z Gd1 YiGN‘TAP
#4  -48UNF TC124182 6 56 18 35 2.7 6 3 24
#5  -44UNF TC124222 7 56 18 35 2.7 6 3 2.7 YGTAP
#6 - 40UNF TC124262 7 56 20 4 3 6 3 3 FORMING
#8  -36UNF TC124302 8 63 21 4.5 34 6 B 35 )
#10 -32UNF TC124342 10 70 25 6 4.9 8 3 4.1
#12  -28UNF TC124382 10 80 30 6 4.9 8 3 4.7 NUT TAPS
1/4  -28UNF TC124422 10 80 30 7 55 8 3 5.5
5/16 -24UNF TC124462 10 90 35 8 6.2 9 3 6.9
3/8 -24UNF TC124502 10 100 39 9 7 10 3 8.5 STITAPS
7/16 -20UNF TC124542 13 100 40 8 6.2 9 3 9.9 :
1/2  -20UNF TC124582 13 100 40 9 7 10 3 11.5
9/16 - 18UNF TC124622 15 100 40 11 9 12 3 12.9 PIPETAPS
5/8 -18UNF TC124662 15 100 40 12 9 12 3 14.5
3/4 - 16UNF TC124722 17 110 44 14 11 14 4 17.5
7/8 - 14UNF TC124762 17 125 50 18 14.5 17 4 20.5 TECHNICAL
1 - 12UNF TC124802 20 140 54 18 14.5 17 4 23.25 DATA
1-1/8 - 12UNF TC124842 22 150 60 22 18 21 4 26.5
P»-DIN 371(#4~3/8) and DIN 374(7/16~1-1/8)
© : Excellent O : Good
150 | —— M
Dmﬂm Non-alloy steel Low alloy steel ngain%'edsge?el, Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)
150
Material  Aluminum- 0 C and Copper Al Non Metallic 7
Description wrought alloy Aluminum-cast, alloyed opp(%rmnze i é’r’*)&) O Niiatendis Heat Resistant Super Alloys
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 4“1

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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CARBIDE

HSS
THREAD Whitworth threads
s & Whitworth Gewinde
() BSW
SYNCTkAII;CS) () Unificato passo grosso
P> Suitable for tapping blind holes due to special flute geometry and P Geeignet zum Gewinden von Sackléchern dank besonderer
COMBO excellent chip evacuation. Nutengeometrie und ausgezeichneter Spanabfuhr.
TAPS Hole t
DIN 2182
2.5xD
YG TAP
GENERAL (DIN 21 83)
YG TAP
STEEL w
D2 @D1
YG TAP I 1
HARDENED J [
" Kl L1
YGTAP . s l.. .-,‘
INOX | L2 o1
Y% TéP
AST .
iRON Gs DIN . Y Machine taps
218212183 Bright 4R40 Maschinengewindebohrer
YG TAP
AL Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Diameter
YG %A,\i D1 Bright L1 L2 Ls @D2 K Kl z G
w1/8  -40 TC134200 7 56 18 35 2.7 6 3 2.5
YGTAP W5/32 -32 TC134280 7 63 21 4.5 34 6 3 3.1
FORMING W3/16 -24 TC134320 10 70 25 6 4.9 8 3 3.6
W7/32 -24 TC134360 10 80 30 6 4.9 8 B 4.4
W1/4  -20 TC134400 13 80 30 7 55 8 3 5.1
NUT TAPS W5/16 -18 TC134440 14 90 35 8 6.2 9 3 6.5
W3/8 -16 TC134480 16 100 39 9 7 10 3 7.9
wW7/16 -14 TC134520 17 100 40 8 6.2 9 3 9.3
STITAPS w12 -12 TC134560 20 110 44 9 7 10 3 10.5
wo/16  -12 TC134600 20 110 44 11 9 12 3 12
Wws5/8  -11 TC134640 22 110 40 12 9 12 3 13.5
PIPETAPS W3/4  -10 TC134700 25 125 50 14 11 14 4 16.5
w7/8 - 9 TC134740 27 140 54 18 14.5 17 4 19.25
w1 - 8 TC134780 30 160 60 20 16 19 4 22
TECHNICAL W1-1/8 - 7 TC134820 35 180 65 22 18 21 4 24.75
DATA p»-DIN 2182(W1/8~W3/8) and DIN 2183(W7/16~W1-1/8)
© : Excellent O : Good
10 ] M
Dﬁﬁén Non-alloy steel Low alloy steel ngaitg&edsg‘e?el, Stainless steel Grey cast iron NudLiJrI::‘mst Malle;gl‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 13 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 38 15 35 | 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © [©) O © [©) O O o) ] [©)

Iso

Material ~ Aluminum- 0 Copper and Copper All Non Metallic
Deserpton wroLight alloy  Aluminum-cast, alloyed “CPRE SRS =opbRHIers e e

VDI3323 21

Heat Resistant Super Alloys
22 23 24 25 26 27 28 29 30 31 32 33 34 35
15 30 25 38 34
100 75 0 130 10 0 100
o @) © O €]

55

200 280 250 350 320 400Rm 1050Rm 550 630 400 550
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TC517 seis

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P> Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

DIN 371 b e — 7
2.5xD
DIN 376 M vt - o
@D2 2D1 &’
| | <|_
| |
O LKL L1
L3 I
_ -
| L2 ad1
DIN . Machine taps
Gs @ 3711376 m m m Bright @ Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit: mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 P Bright L1 L2 Ls @D2 K Kl z @1
M2 X 04 TC517136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TC517156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TC517196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TC517176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TC517496 9 50 15 2.8 2.1 5 3 2.1
M3 X 05 TC517206 6 56 18 35 257/ 6 3 2245
M3.5 X 0.6 TC517226 7 56 20 4 3 6 3 29
M4 x 0.7 TC517246 7 63 21 4.5 3.4 6 3 33
M4.5 X 0.75 TC517266 8 70 25 6 4.9 8 3 3.7
M5 X 0.8 TC517286 8 70 25 6 49 8 3 4.2
M6 X1 TC517316 10 80 30 6 4.9 8 3 5
M7 %1 TC517346 10 80 30 7 55 8 3 6
M8 X 1.25 TC517366 13 920 35 8 6.2 9 3 6.8
M9 X 1.25 TC517396 13 920 35 9 7 10 3 7.8
M10 X 1.5 TC517426 15 100 39 10 8 11 3 8.5
M11 X 1.5 TC517466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TC517506 18 110 44 9 7 10 3 10.2
M14 X 2 TC517546 20 110 44 11 9 12 3 12
M16 X 2 TC517606 20 110 44 12 9 12 3 14
M18 X 2.5 TC517656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TC517706 25 140 54 16 12 15 4 17.5
M22 x 25 TC517746 25 140 54 18 14.5 17 4 19.5
M24 X 3 TC517786 30 160 60 18 14.5 17 4 21
M27 x 3 TC517866 30 160 60 20 16 19 4 24
M30 X 3.5 TC517946 35 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
p+ DIN profile not ISO
© : Excellent O : Good
150 | —— ]
Dwﬂm Non-alloy steel Low alloy steel ngaitg&edsg;e! Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)
150
Dﬁ;’ln wArtl)IergI!lTJaI"I:y Aluminum-cast, alloyed C%"'ggfé}g’)\"m N&'}x’\gﬁ:gc Heat Resistant Super Alloys Titanium Alloys - -

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O ol ole | o o
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS

STITAPS

PIPE TAPS

TECHNICAL
DATA

7

TC612 seis

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

Hole type
2.5xD

@D2 @D1

L2

2di

GS

Short machine taps

m Bright Maschinengewindebohrer
kurz

Recommended Cutting Page : P.161 Unit: mm

Pitch Thread | Overall Neck Shank Square | Square No. of Tapping Drill
Length | Length | Length |Diameter Size Length Flute Diameter
P t L1 L2 Ls 2D2 K Kl z G

@D1 Bright
M3 X 05 TC612206 11 40 18 3.5 2.7 6 3 25
M4 x 0.7 TC612246 13 45 21 4.5 34 6 3 33
M5 X 0.8 TC612286 16 52 26 6 4.9 8 3 4.2
M6 X1 TC612316 18 56 27 6 4.9 8 3 5
M8 x 1.25 TC612366 20 63 34 6 4.9 8 3 6.8
M10 X 1.5 TC612426 22 70 38 7 55 8 3 85
M12 X 1.75 TC612506 24 80 45 9 7 10 3 10.2
M14 X 2 TC612546 26 80 45 11 9 12 B 12
M16 X 2 TC612606 27 80 45 12 9 12 3 14
M18 X 25 TC612656 30 95 58 14 11 14 4 155
M20 X 2.5 TC612706 32 95 58 16 12 15 4 17.5
©: Excellent O : Good

Iso _ M

e Non-alloy steel Low alloy steel Fichdlojedsiedl  tainless steel

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260

Recommended O © © [©) O © © O O @]
Iso

D@;I)n wArélergI!lTJaI"I:y Aluminum-cast, alloyed Cq){)(earmarrgec/ogrgl)\lloys me'\gﬁ':lgic Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35
HRe 15 30 25 38 34 55 | 60
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O olole | o o
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7

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Geeignet fiir Durchgangslécher in héherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

= — Hole type
DIN 371 e S % Iml e

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

@D2 @D1
T
© KL L1
L2 = “ -}‘
| @d1
. Machine taps

Gs @ m ?“ m Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit: mm
e [ | e |t 00| i e i | peen

Length | Length | Length |Diameter| Size Length Flute Diameter

2D1 P Bright L1 L2 Ls 2D2 K Kl z Gd1

M2 X 04 TC127136 8 45 13 2.8 2.1 5 3 1.6

M2.2 X 0.45 TC127156 8 45 13 28 21 5 3 1.75

*M2.3 X 04 TC127196 8 45 13 2.8 2.1 5 3 19

M2.5 X 0.45 TC127176 9 50 15 2.8 2.1 5 3 2.05

*M2.6 X 0.45 TC127496 9 50 15 2.8 2.1 5 3 2.1

M3 X 0.5 TC127206 11 56 18 3.5 27 6 3 25

M3.5 X 0.6 TC127226 12 56 20 4 3 6 3 29

M4 X 0.7 TC127246 13 63 21 4.5 3.4 6 3 33

M4.5 x 0.75 TC127266 14 70 25 6 4.9 8 3 3.7

M5 X 0.8 TC127286 15 70 25 6 49 8 3 4.2

M6 X1 TC127316 17 80 30 6 4.9 8 3 5

M7 X1 TC127346 17 80 30 7 55 8 3 6

M8 X 1.25 TC127366 20 90 35 8 6.2 9 3 6.8

M9 X 1.25 TC127396 20 90 35 9 7 10 3 7.8

M10 X 1.5 TC127426 22 100 39 10 8 11 3 85

M11 X 1.5 TC127466 22 100 39 1 9 12 3 9.5

M12 X 1.75 TC127506 24 110 44 12 9 12 3 10.2

CARBIDE

THREAD
MILLS

SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA

» * DIN profile not ISO

© : Excellent O : Good

150 | I ——— m
Dmﬁén Non-alloy steel Low alloy steel H'gm’ Stainless steel
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © o O [©) o ] O Qo €] [©)
150 T —

Material ~ Aluminum- 0 Copper and Copper All Non Metallic -
Descrpion wrougnt alley  Aluminum-cast, aloyed SOPRE 8T b flovs NopTEse Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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CARBIDE
-~
TD127 sercs
THREAD ISO metric coarse threads DIN 13
il & \Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
SYNC{I\I;% {) ISO Metrico passo grosso DIN 13
P> Suitable for through hole in more cutting speed than other taps P Geeignet fiir Durchgangslocher in héherer
due to thick web. Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
CO_M%% groRerer Kerndicke.
] =
YG TAP DIN 371 3.0xD
GENERAL
YG TAP
STEEL )
D2 D1 80
YG TAP I ] ___|_.
HARDENED J [
& Ki L1
YGTAP Ls l" -»‘
INOX | L2 o1
Y% TéP
AST .
IRON Gs DIN . Machine taps
371 TiN Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.161 Unit : mm
SIZE Pitch Thread | Overall Neck Shank | Squal Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
YG FIAI\E)\ D1 P TiN L1 L2 Ls @D2 K Kl z G
M2 X 04 TD127136 8 45 13 28 2.1 5 3 1.6
YGTAP M2.2 X 0.45 TD127156 8 45 13 2.8 21 5 3 1.75
FORMING *M2.3 X 04 TD127196 8 45 13 2.8 2.1 5 3 19
M2.5 X 0.45 TD127176 9 50 15 238 21 5 3 2.05
*M2.6 X 0.45 TD127496 9 50 15 2.8 2.1 5 3 2.1
NUT TAPS M3 X 05 TD127206 1 56 18 3.5 27 6 3 25
M3.5 X 0.6 TD127226 12 56 20 4 3 6 3 29
M4 x 0.7 TD127246 13 63 21 4.5 34 6 3 33
STITAPS M4.5 X 0.75 TD127266 14 70 25 6 4.9 8 3 3.7
M5 X 0.8 TD127286 15 70 25 6 4.9 8 3 4.2
M6 X1 TD127316 17 80 30 6 4.9 8 3 5
PIPE TAPS M7 x1 TD127346 17 80 30 7 5.5 8 3 6
M8 X 1.25 TD127366 20 90 35 8 6.2 9 3 6.8
M9 X 125 TD127396 20 90 35 9 7 10 3 7.8
TECHNICAL M10 X 1.5 TD127426 22 100 39 10 8 11 3 8.5
DATA M11 X 1.5 TD127466 22 100 39 11 9 12 3 9.5
M12 X 1.75 TD127506 24 110 44 12 9 12 3 10.2
» #DIN profile not ISO
© : Excellent O : Good
150 ] M
e Non-alloy steel Low alloy steel Fichdlojedsiedl  tainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 | 15 | 16 17
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © © o © [©) O O o)

Iso

Material  Aluminum-

Description  wrou
VDI3323 21
HRe
HB 60
Recommended O

i Auminum-cast aloyed CoPRE and Copperploys Non Wetelio Heat Resistant Super Alloys
22 23 24 25 26 27 28 29 30 31 32 33 34

35

15 30 25 38 34 55

00 75 90 130 M0 80 100
O 0 06 O o

200 280 @ 250

60
350 | 320 400Rm 1050Rm 550 @ 630

400 550
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T 1 22 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P Suitable for through hole in more cutting speed than other taps

due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

DIN 352

@ [

3.0xD

@D2 2D1 &0’

s

L3 ‘
l(— =)
L2 %)

di

Gs @ﬂmmm Bright kurz

Short machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.161

Unit : mm

Length | Length | Length |Diameter| Size Length Diameter
@D1 Bright L1 L2 L3 @D2 K Ki z @1
M2 X 04 TC122136 8 36 13 2.8 2.1 5 3 1.6
M2.5 X 0.45 TC122176 9 40 15 28 2.1 5 3 2.05
M3 X 0.5 TC122206 11 40 18 35 27 6 3 25
M4 x 0.7 TC122246 13 45 21 4.5 34 6 B 33
M5 X 0.8 TC122286 16 52 26 6 49 8 3 4.2
M6 X1 TC122316 18 56 27 6 49 8 3 5
M8 X 1.25 TC122366 20 63 34 6 49 8 3 6.8
M10 X 1.5 TC122426 22 70 38 7 5.5 8 3 8.5
M12 X 1.75 TC122506 24 80 45 9 7 10 3 10.2
M14 x 2 TC122546 26 80 45 11 9 12 3 12
M16 X 2 TC122606 27 80 45 12 9 12 3 14
© : Excellent O : Good
10 M
Dmﬁén Non-alloy steel Low alloy steel g(medsbel Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)

Iso
Material  Aluminum-
Description - wrought alloy
VDI3323 21 22 23

HRc
HB 60 100 75
Recommended O o

0 Copper and Copper All Non Metallic
Auminum-cast, aloyed “OPRE ST SRR IOYs O s

24 25
0 | 130
O ©

Heat Resistant Super Alloys

26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
15 30 25 38 34 55 | 60 42 55

10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

O o

%G YG-1CO, LTD.
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TECHNICAL
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CARBIDE

7

- | TC222 e |
THREAD ISO metric fine threads DIN 13
s & Vetrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
SYNCTE\I;CS) 1) ISO Metrico passo fine DIN 13
P> Suitable for through hole in more cutting speed than other taps P Geeignet fiir Durchgangslocher in héherer
due to thick web. Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
CO_M%% groRerer Kerndicke.
e e I[II ru
YG TAP DIN 374 3.0xD
GENERAL
YG TAP
STEEL |
?D2 D1 60
YG TAP | | ___|_.
HARDENED I [
© Kl L1
YGTAP Ls l" -»‘
INOX | L2 D1
Y% TéP
AST .
iRON Gs DIN Bright Machine taps
374 rg Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.161 Unit : mm
SIZE Pitch Thread | Overall Neck Shank | Square | Square Tapping Drill
Length | Length | Length |Diameter| Size Length Diameter
Y6 %Al\i ?D1 P Bright L L2 Ls @Dz K KI z odi
M4 X 05 TC222256 10 63 21 2.8 2.1 5 3 3.5
YGTAP M5 X 05 TC222296 11 70 25 3.5 2.7 6 3 4.5
FORMING M6 X 0.75 TC222326 13 80 30 4.5 34 6 3 52
M6 X 0.5 TC222336 13 80 30 4.5 34 6 3 55
M7 X% 075 TC222356 14 80 30 5.5 43 7 3 6.2
NUT TAPS M8 X 1 TC222376 17 90 36 6 49 8 3 7
M8 X 0.75 TC222386 14 80 30 6 49 8 3 7.2
M8 X 0.5 TC222936 14 80 30 6 49 8 3 75
STITAPS M10 X 1.25 TC222436 22 100 40 7 55 8 3 8.8
M10 %1 TC222446 18 90 36 7 5.5 8 3 9
M10 X 0.75 TC222456 18 90 36 7 55 8 3 9.2
PIPE TAPS M12 X 15 TC222516 22 100 40 9 7 10 3 10.5
M12 X 1.25 TC222526 22 100 40 9 7 10 3 10.8
M12 X1 TC222536 18 100 40 9 7 10 3 11
TECHNICAL M14 x 1.5 TC222556 22 100 40 11 9 12 3 12.5
DATA M14 X 1.25 TC222566 22 100 40 11 9 12 3 12.8
M14 x 1 TC222576 18 100 40 11 9 12 3 13
» NEXT PAGE
© : Excellent O : Good
150 | — M
Dmﬁén Non-alloy steel Low alloy steel ngdﬂma'ydesbeds‘t?el, Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 | 15 | 16 17
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © © o © [©) O O o)
150

Material  Aluminum- B C and Copper Alloys - Non Metallic §

Desapton vrotight oy Auminum-oast, aloyed 0P 818 TREECOR TR oRR s RessiantSuner oV

WDI33 21 22 23 24 25 2 27 2 29 30 3 32 33 34
HRc 50 5 3B
HE 60 100 75 @ 130 10 9 100

Recommended O olole | o o

35
34

55

60
200 280 250 350 320 400Rm 1050Rm 550 630 400 550
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Tczzz SERIES

ISO metric fine threads DIN 13
M F & Metrisches ISO-Feingewinde DIN 13

1) ISO Metrico passo fine DIN 13
P Suitable for through hole in more cutting speed than other taps

7
() ISO METRIQUE PAS FINS DIN13
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

'’
DIN 374 - — e 3.0xD

@D2 2D1 &0’
I [ _._|_,
| |
Q rﬁ Lt
£ et
=)l
I L2 2d1
DIN : Machine taps
Gs @ m m m Brlght Maschlnengewmdebohrer
Recommended Cutting Page : P.161 Unit : mm
Pitch Thread | Overall Neck Shank | Square | Square Tapping Drill
Length | Length | Length |Diameter| Size Length Diameter
@D1 P Bright L1 L2 Ls @D2 K Kl z @d1
M16 X 1.5 TC222616 22 100 40 12 9 12 3 14.5
M16 X 1 TC222626 18 100 40 12 9 12 3 15
M18 X 1.5 TC222676 25 110 44 14 11 14 4 16.5
M18 %1 TC222686 20 110 44 14 11 14 4 17
M20 X 1.5 TC222726 25 125 50 16 12 15 4 18.5
M20 X1 TC222736 20 125 50 16 12 15 4 19
M22 X 1.5 TC222766 25 125 50 18 14.5 17 4 20.5
M22 X1 TC222776 20 125 50 18 14.5 17 4 21
M24 X 2 TC222796 27 140 54 18 145 17 4 22
M24 x 1.5 TC222806 27 140 54 18 14.5 17 4 225
M26 X 1.5 TC222856 28 140 54 18 14.5 17 4 24.5
M27 X 2 TC222876 28 140 54 20 16 19 4 25
M27 x 15 TC222886 28 140 54 20 16 19 4 255
M28 X 1.5 TC222916 28 140 54 20 16 19 4 26.5
M30 X 2 TC222966 30 150 57 22 18 21 4 28
M30 X 1.5 TC222976 30 150 57 22 18 21 4 28.5
© : Excellent O : Good
150 | —— M
Dmﬂm Non-alloy steel Low alloy steel g(medsbel Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended O © © o O [©) o ] O Qo €] [©)
150 T —

Material  Aluminum- i Copper and Copper All Non Metallic 7

Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O ol ole | o o
%G YG-1CO, LTD.
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS

STITAPS

PIPE TAPS

TECHNICAL
DATA

y 4
2/ 4 <
ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() 1SO METRIQUE PAS FINS DIN13
{)ISO Metrico passo fine DIN 13

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

TD222 :r:s

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

Hole
o) e — (D [

@D2 D1 &0
I I ___|_.
| |
N rﬁ X L
: 2
el
| L2 G
Gs DIN . Machine taps
374 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute IEEC
@D TiN L1 L2 Ls @D2 K Kl z G
M4 X 0.5 TD222256 10 63 21 2.8 2.1 5 3 35
M5 X 0.5 TD222296 11 70 25 3.5 2.7 6 3 4.5
M6 X 0.75 TD222326 13 80 30 4.5 3.4 6 3 52
M6 X 0.5 TD222336 13 80 30 4.5 34 6 3 55
M7 X% 075 TD222356 14 80 30 5.5 43 7 3 6.2
M8 X1 TD222376 17 90 36 6 4.9 8 3 7
M8 X 0.75 TD222386 14 80 30 6 4.9 8 3 7.2
M8 X 0.5 TD222936 14 80 30 6 4.9 8 3 7.5
M10 X 1.25 TD222436 22 100 40 7 5.5 8 3 8.8
M10 X1 TD222446 18 90 36 7 55 8 3 9
M10 X 0.75 TD222456 18 90 36 7 55 8 3 9.2
M12 X 15 TD222516 22 100 40 9 7 10 3 10.5
M12 X 1.25 TD222526 22 100 40 9 7 10 3 10.8
M12 X1 TD222536 18 100 40 9 7 10 3 11
M14 X 1.5 TD222556 22 100 40 11 9 12 3 12.5
M14 X 1.25 TD222566 22 100 40 11 9 12 3 12.8
M14 x 1 TD222576 18 100 40 11 9 12 3 13
M16 X 1.5 TD222616 22 100 40 12 9 12 3 14.5
» NEXT PAGE
© : Excellent O : Good
150 | — ]
Dmﬁén Non-alloy steel Low alloy steel %mma Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 | 15 | 16 17
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © © o © © O O o)

Iso

I
S T, A syes PRSI NI s

VDI3328 21 22 23 | 24 25 26 27 28 29 30 31 | 82 | 33 | 34 | 3%
HRc 15 | 30 25 38 | 34 55
HB 60 100 75 9 13 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o | O © O €]
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y 4
2/ 4 <
ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
{)ISO Metrico passo fine DIN 13

P Suitable for through hole in more cutting speed than other taps
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

e /Y
DIN 374 -

3.0xD

60°

@D2 D1
I I _._|_,
| |
Q rﬁ Lt
£ et
=)l
I L2 2d1
Gs DIN . Machine taps
374 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square g Drill
Length Length Length D|ameter S|ze Length D|ameter
@D1 P TiN z @d1
M16 X 1 TD222626 18 100 40 12 9 12 3 15
M18 X 1.5 TD222676 25 110 44 14 11 14 4 16.5
M18 %1 TD222686 20 110 44 14 11 14 4 17
M20 X 1.5 TD222726 25 125 50 16 12 15 4 18.5
M20 X1 TD222736 20 125 50 16 12 15 4 19
M22 X 15 TD222766 25 125 50 18 14.5 17 4 20.5
M22 X1 TD222776 20 125 50 18 145 17 4 21
M24 X 2 TD222796 27 140 54 18 145 17 4 22
M24 X 1.5 TD222806 27 140 54 18 14.5 17 4 225
M26 X 1.5 TD222856 28 140 54 18 14.5 17 4 24.5
M27 X 2 TD222876 28 140 54 20 16 19 4 25
M27 x 1.5 TD222886 28 140 54 20 16 19 4 25.5
M28 x 1.5 TD222916 28 140 54 20 16 19 4 26.5
M30 X 2 TD222966 30 150 57 22 18 21 4 28
M30 X 1.5 TD222976 30 150 57 22 18 21 4 28.5
© : Excellent O : Good
150 | —— ]
Dmﬂm Non-alloy steel Low alloy steel ngain%'edsge?el, Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © o O [©) o ] O Qo €] [©)

150 T —
Dﬁ;’ln wArtl)IergI!lTJaI"I:y Aluminum-cast, alloyed CW and CogperAlloys Non Metalllc Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 25 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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CARBIDE
-~
w 7 [ TC214 .|
THREAD Unified coarse threads
MILLS & Unified Grobgewinde
() UNC
SYNCTE\I;CS) () Unificato passo grosso
P> Suitable _far through hole in more cutting speed than other taps » Geeignet fir Durchgangslocher in hoherer
COMBO due to thick web. Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
TAPS groRerer Kerndicke.
DINSTA Iml am
YG TAP 3.0xD
GENERAL B A
DIN 376 —_
YG TAP
STEEL 60°
?D2 D1
YG TAP | | ___|_.
HARDENED I [
& Kl L1
YG TAP Ls == =]
INOX | L2 @di
Y% TéP
AST .
iRON Gs DIN Bright Machine taps
371/376 rig Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.161 Unit : mm
SIZE Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Flute Diameter
YG %A,\i 2D1 Bright L1 L2 L3 @D2 K KI z @1
#4 - 40UNC TC214162 11 56 18 35 2.7 6 3 23
YGTAP #5 - 40UNC TC214202 11 56 18 3.5 2.7 6 3 2.6
FORMING #6 - 32UNC TC214242 12 56 20 4 3 6 3 2.85
#8 - 32UNC TC214282 13 63 21 4.5 34 6 3 35
#10 - 24UNC TC214322 15 70 25 6 4.9 8 3 3.9
NUT TAPS #12 - 24UNC TC214362 16 80 30 6 49 8 3 45
1/4 - 20UNC TC214402 17 80 30 7 5.5 8 3 5.2
5/16 - 18UNC TC214442 20 90 35 8 6.2 9 3 6.6
STITAPS 3/8 - 16UNC TC214482 22 100 39 9 7 10 3 8
7/16 - 14UNC TC214522 22 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TC214562 25 110 44 9 7 10 3 10.75
PIPETAPS 9/16 - 12UNC TC214602 26 110 44 11 9 12 3 12.25
5/8 - 11UNC TC214642 27 110 44 12 9 12 3 135
3/4 - 10UNC TC214702 30 125 50 14 11 14 4 16.5
TECHNICAL 7/8 - 9UNC TC214742 32 140 54 18 14.5 17 4 19.5
DATA 1 - 8UNC| TC214782 36 160 60 20 16 19 4 2225
1-1/8 - 7UNC TC214822 40 180 70 22 18 21 4 25
p-DIN 371(#4~3/8) and DIN 376(7/16~1-1/8)
© : Excellent O : Good
150 | — M
Dmﬁén Non-alloy steel Low alloy steel Higmsg;d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 | 15 | 16 17
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O © © © o © [©) O O o)
150
D@;I)n wArélergI!lTJaI"I:y Aluminum-cast, alloyed Cq){)(earmarrgec/ogrgl)\lloys me'\gﬁ':lgic Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35
HRe 15 30 25 38 34 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O o O o o ©
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Unified fine threads
U N F & Unified Feingewinde
O UNF

() Unificato passo fine

Tcz 34 SERIES

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

@I [ T

3.0xD

P Suitable for through hole in more cutting speed than other taps
due to thick web.

DIN 374

60°

@D2 2D1
T
© ’_ﬁ L1
L3 IQ— —>|
L2 @di
I
. Machine taps
Gs @ a m m Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
e 1o i vt e o et [
TPI Length | Length | Length |Diameter| Size Length Diameter
@D1 Bright L1 L2 Ls @D2 K Kl z Gd1
#4 - 48UNF TC234182 11 56 18 35 2.7 6 3 24
#5 - 44UNF TC234222 11 56 18 35 27 6 3 2.7
#6 - 40UNF TC234262 12 56 20 4 3 6 3 3
#8 - 36UNF TC234302 13 63 21 4.5 34 6 3 3.5
#10 - 32UNF TC234342 15 70 25 6 4.9 8 3 4.1
#12 - 28UNF TC234382 16 80 30 6 4.9 8 3 4.7
1/4 - 28UNF TC234422 17 80 30 7 5.5 8 3 55
5/16 - 24UNF TC234462 17 90 35 8 6.2 9 3 6.9
3/8 - 24UNF TC234502 18 100 39 9 7 10 3 8.5
7/16 - 20UNF TC234542 22 100 40 8 6.2 9 3 9.9
1/2 - 20UNF TC234582 22 100 40 9 7 10 3 115
9/16 - 18UNF TC234622 22 100 40 11 9 12 3 12.9
5/8 - 18UNF TC234662 22 100 40 12 9 12 3 14.5
3/4 - 16UNF TC234722 25 110 44 14 11 14 4 175
7/8 - 14UNF TC234762 26 125 50 18 145 17 4 205
1 - 12UNF TC234802 28 140 54 18 14.5 17 4 23.25
1-1/8 - 12UNF TC234842 30 150 60 22 18 21 4 26.5
P-DIN 371(#4~3/8) and DIN 374(7/16~1-1/8)
©: Excellent O :Good
150 | —— ]
Dmﬂm Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © o O [©) o ] O Qo €] [©)
150 T —
Material  Aluminum- i C and Copper Al Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed opp(eBrrorEe 7 é’r’;&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS

STITAPS

PIPE TAPS

TECHNICAL
DATA

G

Whitworth threads
B Sw & Whitworth Gewinde

() BSW

{) Filettatura Whitworth

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

DIN 2183

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

QD ] =8

3.0xD

@D2 D1
| W ]
-+
& Kl L1
L3 L" _}‘
[ L2 @ad1
DIN . Machine taps
Gs @ 218212183 ?“ m Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Flute Diameter
D1 Bright L1 L2 L3 @D2 K Kl z G
W1/8 - 40 TC224200 11 56 18 35 2.7 6 3 25
W5/32 - 32 TC224280 13 63 21 4.5 3.4 6 3 3.1
W3/16 - 24 TC224320 15 70 25 6 49 8 3 3.6
W7/32 -24 TC224360 16 80 30 6 49 8 3 4.4
W1/4  -20 TC224400 17 80 30 7 5.5 8 3 5.1
W5/16 -18 TC224440 20 90 35 8 6.2 9 3 6.5
W3/8 -16 TC224480 22 100 39 9 7 10 3 7.9
W7/16 - 14 TC224520 22 100 40 8 6.2 9 3 9.3
wi/2 -12 TC224560 25 110 44 9 7 10 3 10.5
Wo/16 - 12 TC224600 26 110 44 11 9 12 3 12
W5/8 - 11 TC224640 27 110 44 12 9 12 3 135
W3/4 -10 TC224700 30 125 50 14 11 14 4 16.5
w7/8 - 9 TC224740 32 140 54 18 14.5 17 4 19.25
W1 - 8 TC224780 36 160 60 20 16 19 4 22
W1-1/8 - 7 TC224820 40 180 65 22 18 21 4 24.75
p-DIN 2182(W1/8~W3/8) and DIN 2183(W7/16~W1-1/8)
© : Excellent O : Good
150 | — ]
Dﬁﬁén Non-alloy steel Low alloy steel ngaitg&edsg‘e?el, Stainless steel Grey cast iron NudLiJrI::‘mst Malle;gl‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © [©) O © [©) O O o) © [©)

150 T —

Material  Aluminum- i C and Copper Al Non Metallic 7 q
Description  wirought alloy Aluminum-cast, alloyed Wp(eBrrorze lé’r’;;) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36

HRe 15 30 25 38 34 55 | 60
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O o O o o ©
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

Tc227 SERIES

P Suitable for through hole in more cutting speed than other taps
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

Hole type
on) —— D [] ™

60°

@D2 2D1
I I _._|_,
é ? | |
© ’_ﬁ L1
L3 L_ _}‘
I L2 2d1
. Machine taps
Gs @ m m m Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
KN R
Length | Length | Length |Diameter| Size Length Diameter
D1 P Bright L1 L2 Ls @D2 K Kl z Gd1
M3 X 05 TC227206 11 56 18 22 1.8 5 3 25
M3.5 X 0.6 TC227226 12 56 20 25 21 5 3 29
M4 x 0.7 TC227246 13 63 21 2.8 2.1 5 3 33
M4.5 X 0.75 TC227266 14 70 25 35 27 6 3 37
M5 X 0.8 TC227286 15 70 25 35 2.7 6 3 4.2
M6 X1 TC227316 17 80 30 4.5 3.4 6 3 5
M7 x1 TC227346 17 80 30 55 4.3 7 3 6
M8 X 1.25 TC227366 20 90 36 6 4.9 8 3 6.8
M9 X 1.25 TC227396 20 90 36 7 55 8 3 7.8
M10 X 1.5 TC227426 22 100 40 7 55 8 3 8.5
M11 X 1.5 TC227466 22 100 40 8 6.2 9 3 9.5
M12 X 1.75 TC227506 24 110 44 9 7 10 3 10.2
M14 X 2 TC227546 26 110 44 11 9 12 3 12
M16 X 2 TC227606 27 110 44 12 9 12 3 14
M18 X 2.5 TC227656 30 125 50 14 11 14 4 155
M20 x 2.5 TC227706 32 140 54 16 12 15 4 17.5
M22 x 25 TC227746 32 140 54 18 145 17 4 19.5
M24 x 3 TC227786 34 160 60 18 145 17 4 21
M27 X3 TC227866 36 160 60 20 16 19 4 24
M30 X 3.5 TC227946 40 180 70 22 18 21 4 26.5
©: Excellent O :Good
150 | —— ]
Dwﬂm Non-alloy steel Low alloy steel Higmﬁsg;el, Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © o O [©) o ] O Qo €] [©)
150 T —
Material  Aluminum- i C and Copper Al Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed opp(eBrrorEe 7 é’r’;&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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7

TD227 scres

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

@I [ o

| s
DIN 376 30D
@D2 2D1 &0
I I ___|_.
| |
© ’_ﬁ : L1
5 s et
[ L2 @ad1
Gs DIN . Machine taps
376 TiN Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
e L | e | it e 55 g i [
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 = TiN L1 L2 L3 @D2 K KI z @d1
M3 X 05 TD227206 11 56 18 2.2 1.8 5 3 25
M3.5 X 0.6 TD227226 12 56 20 225 2.1 5 3 29
M4 x 0.7 TD227246 13 63 21 2.8 2.1 5 3 33
M4.5 X 0.75 TD227266 14 70 25 35 27 6 3 37
M5 x 0.8 TD227286 15 70 25 35 2.7 6 3 4.2
M6 %1 TD227316 17 80 30 4.5 34 6 3 5
M7 x1 TD227346 17 80 30 55 4.3 7 3 6
M8 X 1.25 TD227366 20 90 36 6 49 8 3 6.8
M9 x 1.25 TD227396 20 90 36 7 55 8 3 7.8
M10 X 1.5 TD227426 22 100 40 7 5.5 8 3 8.5
M11 X 1.5 TD227466 22 100 40 8 6.2 9 3 9.5
M12 X 1.75 TD227506 24 110 44 9 7 10 3 10.2
M14 x 2 TD227546 26 110 44 11 9 12 3 12
M16 x 2 TD227606 27 110 44 12 9 12 3 14
M18 X 2.5 TD227656 30 125 50 14 11 14 4 155
M20 x 2.5 TD227706 32 140 54 16 12 15 4 17.5
M22 x 25 TD227746 32 140 54 18 145 17 4 19.5
M24 x 3 TD227786 34 160 60 18 14.5 17 4 21
M27 x 3 TD227866 36 160 60 20 16 19 4 24
M30 X 3.5 TD227946 40 180 70 22 18 21 4 26.5
© : Excellent O :Good
150 | — M k]
Dﬁﬁén Non-alloy steel Low alloy steel Higmﬁsge?el, Stainless steel Grey cast iron Nudlijrlglf‘mst Malle;gl‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © [©) O © [©) O O o) © [©)

150 T —

Material  Aluminum- i C and Copper Al Non Metallic 7 q
Description  wirought alloy Aluminum-cast, alloyed Wp(eBrmrze lé’r’;;) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36

HRe 15 30 25 38 34 55 | 60
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O o O o o ©
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

Tc21 1 SERIES

P Rechtsschneidender Gewindebohrer mit Linksdrall um kraftvoller
nach vorne zu entspanen als mit Gewindebohrern mit
Rechtsdrall.

DIN 371 — Im Lmy

onore) (I ——g

P Left spiral flute and right hand thread tap to push chips ahead in
powerful than spiral point taps.

60°

@D2 D1
I [ _._|_,
| |
© ’_ﬁ 3 L1
; : -
=)l
I L2 2d1
DIN . Machine taps
Gs @ 3711376 m m m Bright m Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Length | Length | Length |Diameter| Size Length Flute Diameter
@D P Bright L1 L2 L3 2D2 K Kl z @d1
M2 %04 TC211136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TC211156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TC211196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TC211176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TC211496 9 50 15 2.8 2.1 5 3 2.1
M3 X 05 TC211206 11 56 18 35 2.7 6 3 25
M3.5 X 0.6 TC211226 12 56 20 4 3 6 3 2.9
M4 x 0.7 TC211246 13 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TC211266 14 70 25 6 4.9 8 3 3.7
M5 X 0.8 TC211286 15 70 25 6 49 8 3 4.2
M6 X1 TC211316 17 80 30 6 4.9 8 3 5
M7 %1 TC211346 17 80 30 7 55 8 3 6
M8 X 1.25 TC211366 20 90 35 8 6.2 9 3 6.8
M9 X 1.25 TC211396 20 90 35 9 7 10 3 7.8
M10 X 1.5 TC211426 22 100 39 10 8 11 3 8.5
M11 X 1.5 TC211466 22 100 40 8 6.2 9 3 9.5
M12 x 1.75 TC211506 24 110 44 9 7 10 3 10.2
M14 % 2 TC211546 26 110 44 11 9 12 3 12
M16 x 2 TC211606 27 110 44 12 9 12 3 14
M18 X 2.5 TC211656 30 125 50 14 11 14 4 15.5
M20 X 2.5 TC211706 32 140 54 16 12 15 4 17.5
M22 x 25 TC211746 32 140 54 18 14.5 17 4 19.5
M24 x 3 TC211786 34 160 60 18 14.5 17 4 21
M27 x 3 TC211866 36 160 60 20 16 19 4 24
M30 X 3.5 TC211946 40 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO
© : Excellent O : Good
150 | —— ]
Dwﬂm Non-alloy steel Low alloy steel ngmxsg‘;el, Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB | 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O © © © O [©) © [e) O o) © [©)

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 | 30 25 | 38 | 34 55 60 42 55
HB 60 100 75 9 130 10 90 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O o [ O © O o
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7

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for tapping shallow holes and the blind holes having
enough chip space at the bottom of holes.

P> Geeignet zum Schneiden von kurzem Durchgangsgewinde und
in Sackléchern mit ausreichendem Raum fiir Spéne am

Bohrungsgrund.
Hole type
CIED)
2.0xD
DIN 376
@D2 D1 &0
I I ___|_.
| |
N rﬁ L
L3 L_ ‘
.
[ L2 @ad1
(; DIN . Machine taps
s @ 371/376 m s i ‘ F””| Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 I Bright L1 L2 Ls @D2 K Kl z G
M2 X 04 TC463136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TC463156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TC463196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TC463176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TC463496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TC463206 11 56 18 35 27) 6 3 245
M3.5 X 0.6 TC463226 12 56 20 4 3 6 3 29
M4 x 0.7 TC463246 13 63 21 4.5 34 6 3 33
M4.5 x 0.75 TC463266 14 70 25 6 49 8 3 3.7
M5 X 0.8 TC463286 15 70 25 6 49 8 3 4.2
M6 X1 TC463316 17 80 30 6 4.9 8 3 5
M7 x1 TC463346 17 80 30 7 5.5 8 3 6
M8 X 1.25 TC463366 20 90 35 8 6.2 9 3 6.8
M9 X 1.25 TC463396 20 90 35 9 7 10 3 7.8
M10 X 1.5 TC463426 22 100 39 10 8 11 3 8.5
M11 X 1.5 TC463466 22 100 40 8 6.2 9 3 9.5
M12 x 1.75 TC463506 24 110 44 9 7 10 3 10.2
M14 x 2 TC463546 26 110 44 11 9 12 3 12
M16 x 2 TC463606 27 110 44 12 9 12 3 14
M18 X 2.5 TC463656 30 125 50 14 11 14 4 15.5
M20 X 2.5 TC463706 32 140 54 16 12 15 4 17.5
M22 x 2.5 TC463746 32 140 54 18 14.5 17 4 19.5
M24 x 3 TC463786 34 160 60 18 14.5 17 4 21
M27 x 3 TC463866 36 160 60 20 16 19 4 24
M30 X 3.5 TC463946 40 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
» = DIN profile not ISO
© : Excellent O :Good
150 | — M k]
Dﬁﬁén Non-alloy steel Low alloy steel H%medﬁq, Stainless steel Grey cast iron Nudlijrlglf‘mst Malle;gl‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRe 13 25 28 3 10 29 3 38 15 35 | 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O o O O O O O O O o) O o) O O
150
D@;’ln wArélergI!lTJaI"I:y Aluminum-cast, alloyed Cq){)(earmarrgeclogrgl)\lloys N&Z{gﬁ:g'c Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 220 23 | 24 25 26 27 28 29 30 31 32 33 34 35 36
HRe 15 30 | 25 | 38 34 55
HB 60 100 75 9 130 10 %0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommended O o ]
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ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
{)ISO Metrico passo fine DIN 13

P Suitable for tapping shallow holes.

Tc473 SERIES

» Geeignet zum Gewindeschneiden flacher Sacklécher.

Hole type
2.0xD

@D2 2D1
I I _._|_,
é ? | |
© ’_ﬁ L1
L3 L_ _}‘
I L2 2d1
. Machine taps
Gs @ m m m Bright Maschinengewindebohrer
Recommended Cutting Page : P.161 Unit : mm
e Lo |- omve [l |t e S st Lo
Length | Length | Length |Diameter| Size Length Diameter
2D1 P Bright L1 L2 L3 @D2 K Kl z Gd1
M4 X 0.5 TC473256 10 63 21 2.8 2.1 5 3 3.5
M5 X 0.5 TC473296 11 70 25 Bi5 27 6 3 4.5
M6 X 0.75 TC473326 13 80 30 4.5 3.4 6 3 52
M6 X 0.5 TC473336 13 80 30 45 34 6 3 55
M7 X% 075 TC473356 14 80 30 5.5 4.3 7 3 6.2
M8 x1 TC473376 17 90 36 6 4.9 8 3 7
M8 X 0.75 TC473386 14 80 30 6 4.9 8 3 7.2
M8 X 0.5 TC473936 14 80 30 6 4.9 8 3 7.5
M10 X 1.25 TC473436 22 100 40 7 55 8 3 8.8
M10 X1 TC473446 18 90 36 7 55 8 3 9
M10 X 0.75 TC473456 18 90 36 7 55 8 3 9.2
M12 X 15 TC473516 22 100 40 9 7 10 3 10.5
M12 X 1.25 TC473526 22 100 40 9 7 10 3 10.8
M12 X1 TC473536 18 100 40 9 7 10 3 11
M14 X 1.5 TC473556 22 100 40 11 9 12 3 12,5
M14 X 1.25 TC473566 22 100 40 11 9 12 3 12.8
M14 x1 TC473576 18 100 40 11 9 12 3 13
M16 X 1.5 TC473616 22 100 40 12 9 12 3 14.5
M18 X 1.5 TC473676 25 110 44 14 11 14 4 16.5
M20 X 1.5 TC473726 25 125 50 16 12 15 4 18.5
M22 x 15 TC473766 25 125 50 18 14.5 17 4 205
M24 X 1.5 TC473806 27 140 54 18 14.5 17 4 225
©: Excellent O :Good
150 | —— M k]
Dwﬂm Non-alloy steel Low alloy steel Higmxsg‘;el, Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O O O O ] ] O Qo O @] O O
150 T —
Material  Aluminum- i C and Copper Al Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed Wp(eBrrorEe 7 é’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd ] o | O
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7

Unified coarse threads
& Unified Grobgewinde

() UNC

() Unificato passo grosso

P> Suitable for tapping shallow holes.

2.0xD

@D2 D1

L2

P Geeignet zum Gewindeschneiden flacher Sacklacher.

GS|E2 & ED F7YF™ o

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.161

Unit : mm

Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Flute Diameter
L1 L2 Ls @D2 K Kl z G

@D Bright
#4 - 40UNC TC424162 11 56 18 35 2.7 6
#5 - 40UNC TC424202 1 56 18 35 27 6
#6 - 32UNC TC424242 12 56 20 4 3 6
#8 - 32UNC TC424282 13 63 21 4.5 34 6
#10 - 24UNC TC424322 15 70 25 6 4.9 8
#12 - 24UNC TC424362 16 80 30 6 4.9 8
1/4 - 20UNC TC424402 17 80 30 7 5.5 8
5/16 - 18UNC TC424442 20 90 35 8 6.2 9
3/8 - 16UNC TC424482 22 100 39 9 7 10
7/16 - 14UNC TC424522 22 100 40 8 6.2 9
1/2 - 13UNC TC424562 25 110 44 9 7 10
9/16 - 12UNC TC424602 26 110 44 11 9 12
5/8 - 11UNC TC424642 27 110 44 12 9 12
3/4 - 10UNC TC424702 30 125 50 14 11 14
7/8 - 9UNC TC424742 32 140 54 18 14.5 17
1 - 8UNC TC424782 36 160 60 20 16 19
1-1/8 - 7UNC TC424822 40 180 70 22 18 21

BAAPWWWWWWWWWWWWW
0o

pDIN 371(#4~3/8) and DIN 376(7/16~1- 1/8)

© : Excellent O : Good

150 m
Dﬁﬁén Non-alloy steel Low alloy steel H'gm’ Stainless steel Grey cast iron NudliJrI::‘ = Malle;gl‘e =
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O o O O O O O O O @] O @] O O

150 T T W W——

Material  Aluminum- i C and Copper Al Non Metallic 7 q

Description  wirought alloy Aluminum-cast, alloyed Wp(eBrrorze 7 é’r’;;) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36

HRe 15 30 25 38 34 55

HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd ] o | O
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() 1SO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Dies ist ein Handgewindebohrer im Satz mit \Vor-, Mittel- und
Fertigschneider.

P> This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.
» Nur der Fertigschneider kann das gewiinschte Gewinde schneiden

F=es s,
i

60°

@D2 D1
I I _._|_,
| |
% ’_ﬁ L1
L3
o
I L2 2d1
. Sets of taps
CS DIBIITY ™Moo [ .
Unit : mm
| sz | peon | eopne | T | Ol | oo, Lofimot 3 | B | Y | “Bhmter |
Length | Length | Length |Diameter| Size Length Diameter
@D1 P Bright L1 L2 Ls @D2 K Kl z G
M2 x 0.4 T7109139 8 36 13 28 2.1 5 3 1.6
M2.2 X 0.45 T7109159 9 36 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 T7109199 9 36 13 28 2.1 5 3 1.9
M2.5 X 0.45 T7109179 9 40 15 28 2.1 5 3 2.05
*M2.6 x 0.45 T7109499 9 40 15 28 2.1 5 3 2.1
M3 X 0.5 T7109209 11 40 18 35 27 6 3 25
M3.5 X 0.6 T7109229 13 45 21 4 3 6 3 29
M4  x 0.7 T7109249 13 45 21 4.5 34 6 3 33
M4.5 X 0.75 T7109269 16 50 25 6 4.9 8 3 37
M5 X 0.8 T7109289 16 52 26 6 4.9 8 3 4.2
M5.5 X 0.9 T7109N69 18 56 27 6 4.9 8 3 4.6
M6 X1 T7109319 18 56 27 6 4.9 8 3 5
M7 x1 T7109349 18 56 28.5 6 4.9 8 3 6
M8 X 1.25 T7109369 20 63 34 6 4.9 8 3 6.8
M9 X 1.25 T7109399 20 63 34 7 5.5 8 4 7.8
M10 X 1.5 T7109429 22 70 38 7 5.5 8 4 8.5
M11 X 1.5 T7109469 22 70 38 8 6.2 9 4 9.5
M12 X 1.75 T7109509 24 80 45 9 7 10 4 10.2
M14 x 2 T7109549 26 80 45 11 9 12 4 12
M16 x 2 T7109609 27 80 45 12 9 12 4 14
M18 X 2.5 T7109659 30 95 58 14 11 14 4 15.5
M20 X 2.5 T7109709 32 95 58 16 12 15 4 17.5
p«DIN profile not ISO » NEXT PAGE
© : Excellent O : Good
150 | —— M
Dwﬂm Non-alloy steel Low alloy steel Higmﬁsg;el, Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O O O ] O O

150 - T O W
Heat Resistant Super Alloys Titanium Alloys ---

Material ~ Aluminum- 0 Copper and Copper All Non Metallic
Deseripton wrougntaioy  Aluminum-cast, alloyed “OPRE S BEEREIoYs oD e
VDI3328 21 22 23 | 24 25 26 27 28 29 30 3 3 33 34 35 36 37 38 39 40 4

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd ] o | O

“4%/G YG-1CO,, LTD. phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr 151

CARBIDE

THREAD
MILLS

SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS

STITAPS

PIPE TAPS

TECHNICAL
DATA



CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED
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7

T7109 scres

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13

() ISO METRIQUE DIN13

() ISO Metrico passo grosso DIN 13

P> Dies ist ein Handgewindebohrer im Satz mit Vor-, Mittel- und

Fertigschneider.
» Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

2.0xD

P This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

(sooond | (i —
s ———

@D2 D1

I I ___|_.
% Ki — L
-
o Lk =
)

Unit : mm
Pitch Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 P L1 L2 Ls @D2 K Kl z @1

Sets of taps
Gewindebohrer-Satz

Bright
M22 X 2.5 T7109749 32 100 62 18 14.5 17 4 19.5
M24 x 3 T7109789 34 110 69 18 14.5 17 4 21
M27 x 3 T7109869 36 110 69 20 16 19 4 24
M30 X 3.5 T7109949 40 125 77 22 18 21 4 26.5
M33 X 3.5 T7109A49 40 125 77 25 20 23 4 295
M36 X 4 T7109B39 50 150 88 28 22 25 4 32
M39 x4 T7109C09 50 150 88 32 24 27 4 35
M42 x 45 T7109C89 56 150 88 32 24 27 4 375
M45 X 45 T7109D59 58 160 93 36 29 32 4 40.5
M48 x5 T7109E29 65 180 102 36 29 32 4 43
M52 x5 T7109F39 65 180 102 40 32 35 4 47

p«DIN profile not ISO

© : Excellent O : Good

150 m

Dmﬁén Non-alloy steel Low alloy steel H'g‘m’ Stainless steel

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260

Recommended O o O O O O
Iso

Material  Aluminum-

i Copper and Copper All Non Metallic ;
Deserpton wirought aloy  Aluminum-cast aloyed “CPRE S SppR oS R e Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35

HRc 15 30 25 38 34 55 60

HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd ] o | O

phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr %G YG-1CO, LTD.

T7309 s

& Metrisches ISO-Gewinde DIN 13
P> This tap is a serial hand tap in set, First and Bottoming.

7
() ISO METRIQUE PAS FINS DIN13
P> Bottoming tap of set has final internal thread dimensions only.

M F ISO metric fine threads DIN 13
() ISO Metrico passo fine DIN 13

» Handgewindebohrersatz mit Vor- und Fertigschneider.

2.0xD

P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

(otarn) (————

@D2 D1

| |
| |
Q rﬁ Lt
L3
I

L2

60°

et
di

7]

GS

3 6 CDF7YF™ oo

Sets of taps
Gewindebohrer-Satz

. Thread | Overall | Neck
| see | peen | eopne | T | DI | e
P L1 L2

Unit : mm

Shank | Square | Square Tapping Drill
Length |Diameter| Size Length Diameter
K Kl @d1

D1 Bright Ls D2 z
M3 X 035 T7309219 9 40 18 35 2.7 6 3 2.65
M4 X 05 T7309259 10 45 18 4.5 34 6 3 35
M5 X 0.5 T7309299 13 52 22 6 4.9 8 3 4.5
M6 X 0.75 T7309329 14 56 24 6 4.9 8 3 52
M6 X 0.5 T7309339 13 56 24 6 4.9 8 3 55
M7 X 0.75 T7309359 14 56 27 6 4.9 8 3 6.2
M8 X1 T7309379 17 63 27 6 4.9 8 3 7
M8 X 0.75 T7309389 14 63 27 6 4.9 8 3 7.2
M8 X 0.5 T7309939 14 63 27 6 4.9 8 3 7.5
M9 X1 T7309409 17 63 27 7 55 8 4 8
M10 X 1.25 T7309439 22 70 32 7 55 8 4 8.8
M10 X1 T7309449 18 63 27 7 55 8 4 9
M10 X 0.75 T7309459 18 63 27 7 5.5 8 4 9.2
M11 X1 T7309479 18 63 27 8 6.2 9 4 10
M12 X 1.5 T7309519 20 70 32 9 7 10 4 10.5
M12 % 1.25 T7309529 20 70 32 9 7 10 4 10.8
M12 x 1 T7309539 18 70 32 9 7 10 4 11
M13 X 1.5 T7309N19 20 70 32 11 9 12 4 11.5
M13 x 1 T7309N29 18 70 32 11 9 12 4 12
M14 X 1.5 T7309559 20 70 32 1 9 12 4 125
M14 x 1.25 T7309569 20 70 32 11 9 12 4 12.8
M14 x 1 T7309579 18 70 32 11 9 12 4 13
M15 X 1.5 T7309589 20 70 32 12 9 12 4 13.5
M15 X1 T7309599 18 70 32 12 9 12 4 14
M16 X 1.5 T7309619 20 70 32 12 9 12 4 14.5
p NEXT PAGE
© : Excellent O : Good
Iso M
Dmﬂm Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O O O ] O O
Iso
Dﬁ;’l" wArtl)IergI!lTJaI"I:y Aluminum-cast, alloyed C%"'ggfé}g’)\"m N&'}x’\gﬁggc Heat Resistant Super Alloys Titanium Alloys - -
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O O O

%G YG-1CO, LTD.
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
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76
MF

T7309 s

ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
() 1SO Metrico passo fine DIN 13

1G
UNC

T7363 scres

Unified coarse threads

& Unified Grobgewinde
() UNC
() Unificato passo grosso

P> This tap is a serial hand tap in set, First and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

» Handgewindebohrersatz mit Vor- und Fertigschneider.
P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

2.0xD

P> This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

@D2 2D1
& =T
© Kl L1
.r‘ Lo = I"Q; dj"
G s Sets of taps

3 E Y™ o

Gewindebohrer-Satz

Unit : mm

Thread | Overall | Neck Shank | Square | Square | No. of g Drill
Length Length Length Dlameter S|ze Length FIute D|ameter

Bright G
M'IG x1 T7309629 18 70 32 12 9 12 4 15
M18 x 2 T7309669 22 80 35 14 11 14 4 16
M18 X 1.5 T7309679 22 80 35 14 11 14 4 16.5
M18 X 1 T7309689 18 80 35 14 11 14 4 17
M20 X 2 T7309719 22 80 35 16 12 15 4 18
M20 X 1.5 T7309729 22 80 35 16 12 15 4 18.5
M20 X 1 T7309739 18 80 35 16 12 15 4 19
M22 x 2 T7309759 22 80 35 18 14.5 17 4 20
M22 x 1.5 T7309769 22 80 35 18 14.5 17 4 20.5
M22 x 1 T7309779 18 80 35 18 14.5 17 4 21
M24 x 2 T7309799 22 90 40 18 14.5 17 4 22
M24 X 15 T7309809 22 90 40 18 14.5 17 4 225
M24 x 1 T7309819 18 90 40 18 14.5 17 4 23
M25 X 1.5 T7309839 22 90 40 18 14.5 17 4 235
M25 X 1 T7309849 18 90 40 18 14.5 17 4 24
M26 X 1.5 T7309859 22 90 40 18 14.5 17 4 245
M26 X 1 T7309N59 18 920 40 18 14.5 17 4 25
M27 x 2 T7309879 22 90 40 20 16 19 4 25
M27 x 1.5 T7309889 22 90 40 20 16 19 4 255
M27 X1 T7309899 18 90 40 20 16 19 4 26
M28 x 2 T7309909 22 90 40 20 16 19 4 26
M28 X 1.5 T7309919 22 90 40 20 16 19 4 26.5
M30 X 2 T7309969 22 90 40 22 18 21 4 28
M30 X 1.5 T7309979 22 90 40 22 18 21 4 285
M30 X1 T7309989 18 90 40 22 18 21 4 29
© : Excellent O : Good
Iso M
Dﬁﬁén Non-alloy steel Low alloy steel Igmegbel Stainless steel Grey cast iron Nudlijrlglf‘mst Malle;gl‘e =
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O o O O O O O O
Iso
D@ﬁm WA“‘)'fj'gll‘r}ual"l:y Aluminum-cast, alloyed CW and CogperAlloys Non Metalllc Heat Resistant Super Alloys Titanium Alloys - -
VDI3323 21 22 23 24 25 25 27 28 29 30 31 32 33 34 35 36
HRe 15 30 25 38 34 55 | 60
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended O O O

phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr

%G YG-1CO,LTD.

P Dies ist ein Handgewindebohrer im Satz mit Vor-, Mittel- und
Fertigschneider.
P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

[y =

2.0xD

60°

@D2 2D1
| |
Ki L1
-

’_‘ L2 = L- -}‘

I 2d1
. Sets of taps

CS DB o |

Thread | Overall
Length Length

Unit : mm

Neck Shank | Square | Square Tapping Drill
Length Dlameter S|ze Length D|ame er

Bright z

#2 56UNC T7363089 9 36 13 28 2.1 5 3 1.8

#3 - 48UNC T7363129 10 40 15 238 2.1 5 B 2.1

#4 - 40UNC T7363169 10 42 18 35 27 6 3 23

#5 - 40UNC T7363209 10 42 18 35 27 6 3 26

#6 - 32UNC T7363249 11 45 18 4 3 6 3 2.85

#8 - 32UNC T7363289 12 48 23 4.5 34 6 3 35

#10 - 24UNC T7363329 14 52 26 6 4.9 6 3 3.9

#12 - 24UNC T7363369 16 56 27 6 4.9 8 3 4.5

1/4 - 20UNC T7363409 16 56 27 6 4.9 8 3 5.2

5/16 - 18UNC T7363449 20 63 34 6 4.9 8 3 6.6

3/8 - 16UNC T7363489 22 70 38 7 5.5 8 4 8

7/16 - 14UNC T7363529 22 70 38 8 6.2 9 4 9.4

1/2 - 13UNC T7363569 25 80 45 9 7 10 4 10.75

9/16 - 12UNC T7363609 26 80 45 11 9 12 4 12.25

5/8 - 1TUNC T7363649 27 90 55 12 9 12 4 13.5

3/4 - 10UNC T7363709 32 105 65 14 11 14 4 16.5

7/8 - 9UNC T7363749 32 110 69 18 145 17 4 19.5

1 - 8UNC T7363789 36 110 69 20 16 19 4 22.25

1-1/8 - 7UNC T7363829 40 125 77 22 18 21 4 25

1-1/4 - 7UNC T7363869 40 125 77 25 20 23 4 28.25

1-1/8 - 6UNC T7363909 50 150 88 28 22 25 4 30.75

1-1/2 - 6UNC T7363949 50 150 88 32 24 27 4 34

1-3/4 - 5UNC T7363B89 58 160 93 36 29 32 4 39.5

2 - 4%UNC T7363D29 65 180 102 40 32 35 4 45.25

© : Excellent O : Good

Iso M
Dwﬂm Non-alloy steel Low alloy steel gmedsbel Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI 3323 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O O O ] O O

Iso
Material

Aluminum-

Description - wrought alloy

Aluminum-cast, alloyed CWWC";PS’AHOYS Non Metalllc

Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 4“1
HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd ] o | O

%G YG-1CO, LTD.
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CARBIDE

HSS
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SYNCHRO
TAPS
COMBO
TAPS

YG TAP
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7

T7509 scrcs

Unified fine threads

& Unified Feingewinde
() UNF )

P> This tap is a serial hand tap in set, First and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

() Unificato passo fine

» Handgewindebohrersatz mit Vor- und Fertigschneider.
P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

2.0xD

- ]
(Boroming | ——

T

@D2 D1

L2

GS

0 E EIFTYF™ o

Sets of taps
Gewindebohrer-Satz

Unit : mm

Thread | Overall | Neck Shank | Square | Square g Drill
Length Length Length Dlameter S|ze Length D|ameter

Bright z G

#4 48 UNF T7509189 10 42 18 35 2.7 6 3 24

#5 - 44 UNF T7509229 10 42 18 35 2.7 6 3 2.7

#6 - 40 UNF T7509269 1 45 18 4 3 6 3 3

#8 - 36 UNF T7509309 12 48 23 45 34 6 3 35

#10 - 32 UNF T7509349 14 52 22 6 4.9 8 3 4.1

#12 - 28UNF T7509389 16 56 24 6 4.9 8 3 4.7

1/4 - 28 UNF T7509429 16 56 24 6 4.9 8 3 55

5/16 - 24 UNF T7509469 17 63 27 6 4.9 8 3 6.9

3/8 - 24UNF T7509509 18 63 27 7 55 8 4 8.5

7/16 - 20 UNF T7509549 20 70 32 8 6.2 9 4 9.9

1/2 - 20UNF T7509589 20 70 32 9 7 10 4 11.5

9/16 - 18 UNF T7509629 20 70 32 11 9 12 4 129

5/8 - 18 UNF T7509669 20 70 32 12 9 12 4 14.5

3/4 - 16 UNF T7509729 22 80 38 14 11 14 4 17.5

7/8 - 14UNF T7509769 22 80 38 18 14.5 17 4 20.5

1 - 12 UNF T7509809 22 920 40 18 14.5 17 4 23.25

1-1/8 - 12 UNF T7509849 22 90 40 22 18 21 4 26.5

© : Excellent O : Good

Iso M
Dﬁﬁén Non-alloy steel Low alloy steel Igmegbel Stainless steel Grey cast iron NudLiJrI::‘mst Malle;gl‘e =
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O o O O O O O O

Iso

Material  Aluminum-
Description - wrought alloy

VDI3323 21

22

HB 60 100

Aluminum-cast, alloyed CW and CogperAlloys Non Metalllc Heat Resistant Super Alloys

23 24 25 25 27 28 29 30 31 32 33 34 35 36
15 30 25 38

34
75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

ol OO

phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr

%G YG-1CO,LTD.

T7609 scres

E/{<
Whitworth threads
B Sw & Whitworth Gewinde
(VBSW _

() Filettatura Whitworth

P> This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

- | el
(First )m
Bottoming

P Dies ist ein Handgewindebohrer im Satz mit Vor-, Mittel- und
Fertigschneider.
» Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

Jo™
@

Sets of taps
Gewindebohrer-Satz

@D2 D1

L2

Thread | Overall | Neck Shank | Square | Square | No. of Tappng
TPI Length Length Length D|ameter Slze Length FIute Dlameter
@D1

| |
Q rﬁ Lt
L3
I

Bright
W3/32 - 48 T7609129 10 40 15 28 2.1 5 3 1.8
W1/8 - 40 T7609209 10 42 18 35 2.7 6 3 25
W5/32 - 32 T7609289 12 48 23 4.5 3.4 6 3 3.1
W3/16 - 24 T7609329 14 52 26 6 49 8 3 3.6
W7/32 - 24 T7609369 16 56 27 6 4.9 8 3 4.4
W1/4 - 20 T7609409 16 56 27 6 4.9 8 3 5.1
W5/16 - 18 T7609449 20 63 34 6 4.9 8 3 6.5
W3/8 - 16 T7609489 22 70 38 7 55 8 4 7.9
W7/16 - 14 T7609529 22 70 38 8 6.2 9 4 9.3
wi1/2 - 12 T7609569 25 80 45 9 7 10 4 10.5
wo/16 - 12 T7609609 26 80 45 11 9 12 4 12
W5/8 - 11 T7609649 27 90 55 12 9 12 4 13.5
W3/4 - 10 T7609709 32 105 65 14 1 14 4 16.5
w7/8 - 9 T7609749 32 110 69 18 14.5 17 4 19.25
W1 - 8 T7609789 36 110 69 20 16 19 4 22
W1-1/8 - 7 T7609829 40 125 77 22 18 21 4 24.75
Wwi-1/4 - 7 T7609869 40 125 77 25 20 23 4 27.75
W1-3/8 - 6 T7609909 50 150 88 28 22 25 4 30.5
W1-1/2 - 6 T7609949 50 150 88 32 24 27 4 335
W1-5/8 - 5 T7609B29 56 150 88 32 24 27 4 B585)
W1-3/4 - 5 T7609B89 58 160 93 36 29 32 4 39
W1-7/8 - 4% T7609C69 65 180 102 36 29 32 4 41.5
W2 - 4n T7609D29 65 180 102 40 32 35 4 44.5
©: Excellent O : Good

150 | I ——— m

Dwﬂm Non-alloy steel Low alloy steel gmedsbel Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended O O O O O ] O O

Iso

Mate;_:llm wAr!‘#JrghT":aI"I:y Aluminum-cast, alloyed Copperamcagpemlloys Non Metelllc Heat Resistant Super Alloys

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550

Recommencd ] o | O
%G YG-1CO, LTD.
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CARBIDE
-~
T7343 SERIES
THREAD ISO metric coarse threads DIN 13
s & Vetrisches 1SO-Gewinde DIN 13
'LH () ISO METRIQUE DIN13
SYNCTE\I;CS) 1) ISO Metrico passo grosso DIN 13
P> This tap is a serial hand tap in set, First, Second and Bottoming. P Dies ist ein Handgewindebohrer im Satz mit Vor-, Mittel- und
P Bottoming tap of set has final internal thread dimensions only. Fertigschneider.
COM%% ssiiase, P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.
e oo
s ey (D
] (o) 200D
YG TAP @Boﬂomlng m
STEEL |
?D2 D1 60
YG TAP | | ___|_.
HARDENED I [
© Kl L1
YGTAP Ls l" -»‘
INOX | L2 Sd
Y% TéP
AST
IRON Gs . Sets of taps
Bright Gewindebohrer-Satz
YG TAP
ALU Unit: mm
SIZE Pitch Thread | Overall | Neck Shank | Square | Square g Drill
Length Length Length Dlameter S|ze Length D|ameter
Y6 FIAI\ET Bright z G
M3 X 0.5 T7343209 11 40 18 3.5 2.7 6 3 25
YGTAP M3.5 X 0.6 T7343229 13 45 21 4 3 6 3 29
FORMING M4 x 0.7 T7343249 13 45 21 4.5 3.4 6 3 33
) M4.5 x 0.75 T7343269 16 50 25 6 4.9 8 3 37
M5 x 08 T7343289 16 52 26 6 4.9 8 3 4.2
NUT TAPS M6 X1 T7343319 18 56 27 6 49 8 3 5
M8 X 1.25 T7343369 20 63 34 6 4.9 8 3 6.8
M10 X 1.5 T7343429 22 70 38 7 55 8 4 8.5
STITAPS M12 X 1.75 T7343509 24 80 45 9 7 10 4 10.2
M14 X 2 T7343549 26 80 45 11 9 12 4 12
M16 X 2 T7343609 27 80 45 12 9 12 4 14
PIPE TAPS M18 X 2.5 T7343659 30 95 58 14 11 14 4 15.5
i M20 X 2.5 T7343709 32 95 58 16 12 15 4 175
M22 x 25 T7343749 32 100 62 18 14.5 17 4 19.5
TECHNICAL M24 x 3 T7343789 34 110 69 18 14.5 17 4 21
DATA M27 x 3 T7343869 36 110 69 20 16 19 4 24
M30 X 3.5 T7343949 40 125 77 22 18 21 4 26.5
P LH=Left hand thread
© : Excellent O : Good
150 | — M
Dmﬁén Non-alloy steel Low alloy steel 'gmma Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 | 15 | 16 17
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended O o O O O O
Iso

S T, A syes PRSI NI s

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35

HRc 15 30 25 38 34 55

HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd ] o | O
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TB373 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() I1SO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only.

e ——
e | ———l
ooy [ ———

@D2 D1

T
e - = N

L2 @1

Unit : mm
SIZE Pitch Thread | Overall | Neck Shank | Square | Square | No. of Tapping Drill
Length | Length | Length |Diameter| Size Length | Flute Diameter
D1 P Vap L1 L2 L3 @D2 K Kl z 1

P> Dies ist ein Handgewindebohrer im Satz mit Vor-, Mittel- und
Fertigschneider.
P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

Holetype 1
2.0xD I I

60°

Sets of taps
Gewindebohrer-Satz

@d
M3 X 0.5 TB373209 11 40 18 3.5 2.7 6 3 25
M3.5 X 0.6 TB373229 13 45 21 4 3 6 3 29
M4 x 0.7 TB373249 13 45 21 4.5 3.4 6 3 33
M4.5 X 0.75 TB373269 16 50 25 6 4.9 8 B 37
M5 x 0.8 TB373289 16 52 26 6 4.9 8 3 4.2
M6 X1 TB373319 18 56 27 6 4.9 8 3 5
M8 X 1.25 TB373369 20 63 34 6 4.9 8 3 6.8
M10 X 1.5 TB373429 22 70 38 7 55 8 4 8.5
M12 x 1.75 TB373509 24 80 45 9 7 10 4 10.2
M14 x 2 TB373549 26 80 45 11 9 12 4 12
M16 x 2 TB373609 27 80 45 12 9 12 4 14
M18 X 2.5 TB373659 30 95 58 14 11 14 4 15.5
M20 X 2.5 TB373709 32 95 58 16 12 15 4 17.5
P First with pilot guide
© : Excellent O : Good
150 | I ——— m
Dmﬁén Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O O O o) O Qo ]
Iso

I
Dﬁ;’ln wAr“)'fj'gll‘r{ual"l:y Aluminum-cast, alloyed Copperamcogpemlloys Non Metalllc Heat Resistant Super Alloys Titanium Alloys ---

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended
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7

ISO metric coarse threads DIN 13

& Metrisches 1SO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

Tc353 SERIES

P This tap is a serial hand tap in set, First, Second and Bottoming.
P> Bottoming tap of set has final internal thread dimensions only..
P Nur der Fertigschneider kann das gewiinschte Gewinde schneiden.

- s
o o —e——
: i
((Second ) (e — e eeree 2.0xD
- e
Ratoming - {——

P Dies ist ein Handgewindebohrer im Satz mit VVor-, Mittel- und
Fertigschneider.

@D2 2D1 &0
et
@ad1
Sets of taps
Gewindebohrer-Satz
Unit : mm
e [ | comve it i, i S e
Length Length Length D|ameter Slze Length FIute D|ame er
Bright
M3 X 0.5 TC353209 11 40 18 35 2.7 6 3 25
M3.5 X 0.6 TC353229 13 45 21 4 3 6 3 29
M4 x 0.7 TC353249 13 45 21 4.5 3.4 6 3 33
M4.5 x 0.75 TC353269 16 50 25 6 4.9 8 3 37
M5 x 0.8 TC353289 16 52 26 6 4.9 8 3 4.2
M6 X1 TC353319 18 56 27 6 49 8 3 5
M8 X 1.25 TC353369 20 63 34 6 4.9 8 3 6.8
M10 X 1.5 TC353429 22 70 38 7 55 8 4 8.5
M12 X 1.75 TC353509 24 80 45 9 7 10 4 10.2
M14 X 2 TC353549 26 80 45 11 9 12 4 12
M16 X 2 TC353609 27 80 45 12 9 12 4 14
M18 X 2.5 TC353659 30 95 58 14 11 14 4 15.5
M20 X 2.5 TC353709 32 95 58 16 12 15 4 175
P First with pilot guide
© : Excellent O :Good
150 | — ]
e Non-alloy steel Low alloy steel Fichdlojedsiedl  tainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 15 | 16 17 | 18
HRc 13 | 25 | 28 | 32 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25
HB | 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250
Recommended O (@] (@] @] O O
150

Dﬁ;zlm wArngrgI!lTJaI"I:y Aluminum-cast, alloyed Cq)peramcogpemlloys Non Metalllc Heat Resistant Super Alloys
VDI3323 21 22 23 24 25 25 27 28 29 30 31 32 33 34

15 30 25 38 34 55 | 60

200 280 250 350 320 400Rm 1050Rm 550 630 400 550

35

HRe
HB 60 100 75 0 130 10 0 100
Recommended
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=38
125

and tool steel

13 Stainless steel

- Non-alloy steel

n Low alloy steel

n High alloyed steel,
M

Grey cast iron

Nodular cast iron

Malleable cast iron

Aluminum-
wrought alloy

Aluminum-
cast, alloyed

Copper and
Copper Alloys
(Bronze / Brass)

Non Metallic
Materials

Heat Resistant
Super Alloys

Titanium Alloys

wlw|lw wlw|lwlw|lw(n|s [ R YO ) N
N |a R S |N 2|88 | > S| & | RS =

w
&

Hardened steel

LN Chilled Cast Iron
Hardened Cast Iron

190
250
270
300
180
275
300
350
200
325
200
240
180
180
260
160
250
130
230

100
75

130
110

100

200
280
250
350
320
400 Rm
1050 Rm
550
630

550

13
25
28
32
10
29
32
38
15
35
15
23

21

15
30
25
38
34

55

2
55

15-20
15-20
12-18
10-15
6-10
10-15
10-15
6-10

7-10

10-15

10-15

15-20
15-20
10-15
2535

15-20

D711
D411

20-25
20-25
18-24
15-20
10-14
15-20
15-20
10-14

1013
811

15-20
811

15-20

2025

2025

15-20

3540

20-25

TC517
TC612

15-20
15-20
12-18
10-15
6-10
10-15
10-15
6-10

7-10

10-15

10-15

15-20
15-20
10-15
2535

15-20

RECOMMENDED CUTTING CONDITIONS
EMPFOHLENE SCHNEIDKONDITIONEN

D127
D222 TC227 | TD227 | TC211

Ve (m/

15-20 20-25 15-20 20-25 15-20 15-20
15-20 20-25 15-20 20-25 15-20 15-20
12-18 18-24 12-18 18-24 12-18 12-18
10-15 15-20 10-15 15-20 10-15 10-15
6-10 10-14 6-10 10-14 6-10 6-10
10-15 15-20 10-15 15-20 10-15 10-15
10-15 15-20 10-15 15-20 10-15 10-15
6-10 10-14 6-10 10-14 6-10 6-10

7-10 10-13 7-10 10-13 7-10 7-10
58 811 58 811 58 58

10-15

58

10-15 15-20 10-15 15-20 10-15 10-15
58 811 58 811 58 58

10-15 15-20 10-15 15-20 10-15

15-20 2025 15-20 2025 15-20
15-20 20-25 15-20 20-25 15-20
10-15 15-20 10-15 15-20 10-15 10-15
2535 3540 2535 3540 2535 2535
812
15-20 20-25 15-20 20-25 15-20
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