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YG TAP STEEL

- For Steel Materials but also other Long Chip Forming Materials

- Fir Stahlwerkstoffe, aber auch andere langspanende Werkstoffe
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SELECTION GUIDE HOLETYPE

3]

Max. 2.5xD
Blind Hole

TOOL MATERIAL HSS-PM HSS-E
V- / CHAMFERLEAD ACC. TODIN2197 c c c c
TH READI NG FLUTETYPE Spiral Flute Spiral Flute Spiral Flute Spiral Flute
TOOLS SPIRAL FLUTE ANGLE R40 R40 R40 R40
TQ823 TR823 TC312 TD312
(P166) (P.167) (P168) (P169)
HSS-E & HSS-PM
TC413 TD413
YG TAP (P172) (e173)
TC174 D174
STEE l ®174) ©179)
TC184
. (P176)
For Steel Materials but also other
Long Chip Forming Materials
DIN371/374
SURFACE TREATMENT Bright Bright TN

Pl;;saevis]it y ©:Excellent O :Good
mat
F byg1.comim (Recommended cutting conditions : P.189 )

Material Descri Composition / Structure
About 0.15% C
About 0.45% C Annealed o
Non-alloy steel ~ About 0.45% C Quenched & Tempered 250 25 o]
About 0.75% C Annealed 270 28 o
[ 5 | About 0.75% C Quenched&Tempered 300 2 )
P |6 | Annealed 180 10 o
el Quenched & Tempered 275 29 o
[ 8 | Quenched&Tempered 300 2 o
[ 9 | Quenched&Tempered 350 38 )
m High alloyed steel, Annealed 200 15 (@)
and tool steel Quenched &Tempered 325 35
12 Ferritic / Martensitic ~ Annealed 200 15
M Stainless steel ~ Martensitic Quenched & Tempered 240 23
14 Austenitic 180 10 o]
Grey castiron  Pectilic/ eritic 180 10
Pearlitic (Martensitic) 260 26
Nodular cast iron Femttic 160 3
Pearlitic 250 25
. Ferritic 130
Malleable cast iron Pearlitic 230 21
Aluminum- Not Curable 60
wroughtalloy  Curable Hardened 100
. <12% Si, Not Curable 75
::A:t‘";w:;:;‘ <12%Si, Curable Hardened 920
>12% Si, Not Curable 130
Copperand Cutting Alloys, PB>1% 110
Copper Alloys  CuZn, CuSnZn (Brass) 920
(Bronze / Brass)  CuSn, lead-free copper and electrolytic copper 100
Non Metallic ~ Duroplastic, Fiber Reinforced Plastic
Materials Rubber, Wood, etc.
Annealed 200 15 e}
) Fe Based Cured 280 30
Hse:;:re:"s:/:t Annealed 250 25
Ni or Co Based Cured 350 38
Cast 320 34
T Al Pure Titanium 400 Rm o
Alpha +Beta Alloys  Hardened 1050 Rm
Hardened 550 55
Hardened steel Hardened 630 60
Chilled Cast Iron Cast 400 2
Hardened Cast Iron Hardened 550 55

0 eeo0e0o00

0®e00e®0 00
0 ©eeo0eo00

Max. 2.5xD Max.3.0xD
Blind Hole Through Hole
HSS-E HSS-PM HSS-E
c c c B B B B B B
Spiral Flute Spiral Flute Spiral Flute Spiral Point Spiral Point Spiral Point Spiral Point Spiral Point Spiral Point
R40 R40 R40 - - - - - .
TB312 Y312 TB913 TQ863 TR863 TC422 TD422 TE422 TY422 I
(P170) (P171) (P177) (P178) (P179) (P180) (P.181) (P182) (P183)
TC263 TD263 ﬂ
(P184) (P.185)
TC244 TD244 H
(P186) (P.187)
TC254 ﬂ
(P188)
VAP TIAIN VAP VAP Bright Bright i n—_N
O O o [©) O [0} e} @] O
O O o o O [} o] o O
O O ] o O ] o] o O
© © © © © © © © ©
O O o o O O o o O
O O ] O O [} o] o O
© © © © © © © () ©
© (€} @ © [©) (¢} [} © [©)
O O 0] o O o o] o O
o O ] [e] o O
(@] O [} o] @] O
o o) o o O o) (o) O O
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TQ823 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

(owa7)
2.5xD

@D2 2D1 60
I £
-4
& Kl L1
L3 [ e
L2 @di
I
VG DIN % Machine taps
@ 3711376 m m m Maschlnengewmdebohrer
Unit : mm
Thread | Overall Neck Shank | Square | Square Tapping Drill
Length | Length | Length |Diameter| Size Length Diameter
Vap L1 L2 Ls D2 K Kl z gd1
M2 X 04 TQ823136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TQ823156 8 45 13 2.8 2.1 5 3 1.75
M2.5 X 0.45 TQ823176 9 50 15 28 2.1 5 3 2.05
M3 X 0.5 TQ823206 6 56 18 BS 2.7 6 B 25
M3.5 X 0.6 TQ823226 7 56 20 4 3 6 3 29
M4 x 0.7 TQ823246 7 63 21 4.5 34 6 3 33
M4.5 x 0.75 TQ823266 8 70 25 6 49 8 3 3.7
M5 X 0.8 TQ823286 8 70 25 6 49 8 3 4.2
M6 %1 TQ823316 10 80 30 6 49 8 3 5
M7 x1 TQ823346 10 80 30 7 55 8 3 6
M8 X 1.25 TQ823366 13 90 35 8 6.2 9 3 6.8
M10 X 1.5 TQ823426 15 100 39 10 8 11 3 85
M12 % 1.75 TQ823506 18 110 44 9 7 10 3 10.2
p-DIN 371(M2~M10) and DIN 376(M12)
© : Excellent O : Good
150 | — m
Dﬁﬁlm Non-alloy steel Low alloy steel ngmgg:el, Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 13 14 15 16 17 18

i3 2 28 3 10 29 3 8 15 3 15 23 10 | 10 2 | 3 2
HB 125 150 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250
Recommended @] O O €] O O €] [©) O O
150 e —

Material - Aluminum- 5 C and CopperAlloys - Non Metallic §

Desapton wrotight oy Auminum-oast, aloyed 0PGS0 TREECORS TG ot fissi RessiantCuper oV

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

TR823 SERIES

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

DIN 371 e s ’
2.5xD

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

@D2 2D1 60

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
e Lo [ v it 2t e e et
Length | Length | Length |Diameter| Size Length Diameter
P Bright L1 L2 Ls 2D2 K Kl z @d1
M2 X 04 TR823136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TR823156 8 45 13 28 2.1 5 3 1.75
M2.5 X 0.45 TR823176 9 50 15 2.8 2.1 5 3 2.05
M3 X 0.5 TR823206 6 56 18 35 2.7 6 3 25
M3.5 X 0.6 TR823226 7 56 20 4 3 6 3 29
M4 x 0.7 TR823246 7 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TR823266 8 70 25 6 49 8 3 3.7
M5 X 0.8 TR823286 8 70 25 6 49 8 3 4.2
M6 %1 TR823316 10 80 30 6 49 8 3 5
M7 x1 TR823346 10 80 30 7 5.5 8 3 6
M8 X 1.25 TR823366 13 90 35 8 6.2 9 3 6.8
M10 X 1.5 TR823426 15 100 39 10 8 11 3 85
M12 X 1.75 TR823506 18 110 44 9 7 10 3 10.2
pDIN 371(M2~M10) and DIN 376(M12)
© : Excellent O : Good
150 | —— m
Dmﬂm Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o

“4%/G YG-1CO,, LTD. phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr 167

CARBIDE

THREAD
MILLS

SYNCHRO
TAPS

COMBO
TAPS

YG TAP
GENERAL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA




CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING

NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA

7

Tc31 2 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

DIN 371 e =N y

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

2.5xD
‘
@D2 2D1 60
1 £
| |
% = ]
L3 [ e
| L2 ad1
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit : mm
el o e e sy e i | gmon
Length | Length | Length |Diameter| Size Length Flute Diameter
@D1 P Bright L1 L2 Ls D2 K Kl z @d1
M2 X 04 TC312136 8 45 13 2.8 2.1 5 3 1.6
M2.2 x 0.45 TC312156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TC312196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TC312176 9 50 15 2.8 Al 5 3 2.05
*M2.6 %X 0.45 TC312496 9 50 15 2.8 2.1 5 3 2.1
M3 X 05 TC312206 6 56 18 35 2.7 6 3 25
M3.5 X 0.6 TC312226 7 56 20 4 3 6 3 29
M4 x 0.7 TC312246 7 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TC312266 8 70 25 6 4.9 8 3 3.7
M5 X 0.8 TC312286 8 70 25 6 4.9 8 3 4.2
M6 %1 TC312316 10 80 30 6 4.9 8 3 5
M7 X1 TC312346 10 80 30 7 55 8 3 6
M8 X 1.25 TC312366 13 90 35 8 6.2 9 3 6.8
M9 X 1.25 TC312396 13 90 35 9 7 10 3 7.8
M10 X 1.5 TC312426 15 100 39 10 8 11 3 8.5
M11 X 1.5 TC312466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TC312506 18 110 44 9 7 10 3 10.2
M14 x 2 TC312546 20 110 44 1 9 12 3 12
M16 x 2 TC312606 20 110 44 12 9 12 3 14
M18 X 2.5 TC312656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TC312706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TC312746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TC312786 30 160 60 18 14.5 17 4 21
M27 x 3 TC312866 30 160 60 20 16 19 4 24
M30 X 3.5 TC312946 35 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO © : Excellent O : Good
150 | — M k]
Dﬁﬁ!‘" Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrlgamst MB"?ELE =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 3 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB | 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 = 250 130 230
Recommended o O O © O O © [©) O O

Iso

I
Material - Aluminum- i Copper and Copper All Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed (Bronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

I
2.5xD
@D2 2D1 60
I I _._|_,
| |
L1
L3 I{— —)|
L2 @di
DIN . Machine taps
VG @ m m m TiN Maschinengewindebohrer
Unit : mm
oce Lo || it o | 5 S s s i | e
Length | Length |[Diameter| Size Length Diameter

D1 TiN L2 L3 @D2 K Kl z Gt

M2 X 04 TD312136 8 45 13 2.8 2.1 5 3 1.6

M2.2 x 0.45 TD312156 8 45 13 2.8 2.1 5 3 1.75

*M2.3 X 0.4 TD312196 8 45 13 2.8 2.1 5 3 1.9

M2.5 X 0.45 TD312176 9 50 15 2.8 2.1 5 3 2.05

*M2.6 X 0.45 TD312496 9 50 15 2.8 2.1 5 3 2.1

M3 X 05 TD312206 6 56 18 35 2.7 6 B 25

M3.5 X 0.6 TD312226 7 56 20 4 3 6 3 29

M4  x 0.7 TD312246 7 63 21 4.5 34 6 3 33

M4.5 x 0.75 TD312266 8 70 25 6 4.9 8 3 3.7

M5 X 0.8 TD312286 8 70 25 6 4.9 8 3 4.2

M6 X1 TD312316 10 80 30 6 4.9 8 3 5

M7 x1 TD312346 10 80 30 7 55 8 3 6

M8 X 1.25 TD312366 13 920 35 8 6.2 9 3 6.8

M9 X 1.25 TD312396 13 920 35 9 7 10 3 7.8

M10 X 1.5 TD312426 15 100 39 10 8 11 3 8.5

M11 X 1.5 TD312466 17 100 40 8 6.2 9 3 9.5

M12 X 1.75 TD312506 18 110 44 9 7 10 3 10.2

M14 x 2 TD312546 20 110 44 11 9 12 3 12

M16 x 2 TD312606 20 110 44 12 9 12 3 14

M18 x 2.5 TD312656 25 125 50 14 11 14 4 15.5

M20 X 2.5 TD312706 25 140 54 16 12 15 4 17.5

M22 x 2.5 TD312746 25 140 54 18 14.5 17 4 195

M24 x 3 TD312786 30 160 60 18 14.5 17 4 21

M27 x 3 TD312866 30 160 60 20 16 19 4 24

M30 X 3.5 TD312946 35 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO ©: Excellent O Good

150 | —— m k]
Dwﬂm Non-alloy steel Low alloy steel Higmxsg‘;el, Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20

HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for threading blind holes due to excellent chip
evacuation of tempered steels or similar work materials.

P Geeignet zum Gewinden von Sacklochern dank ausgezeichneter
Spanabfuhr von angelassenen Stéhlen oder &hnlichen
Werkstoffen.

(owan)
2.5xD

@D2 2D1 60
1 1 £
-4
& Kl L1
L3 [ e
L2 ad1
I

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm

Pitch Thread | Overall Neck ank | Square | Square | No.of | Tapping Drill
Length | Length | Length |Diameter| Size Length Flute Diameter
1 P Vap L1 L2 Ls 2D2 K Kl z gd1

@D

M2 x 04 TB312136 8 45 13 2.8 2.1 5 3 1.6
M2.2 x 0.45 TB312156 8 45 13 28 2.1 5 3 1.7/5
*M2.3 X 0.4 TB312196 8 45 13 2.8 2.1 5 3 1.9
M2.5 % 0.45 TB312176 9 50 15 28 2.1 5 3 2.05
*M2.6 %X 0.45 TB312496 9 50 15 2.8 2.1 5 3 2.1
M3 X 05 TB312206 6 56 18 35 2.7 6 3 25
M3.5 X 0.6 TB312226 7 56 20 4 3 6 3 29
M4  x 0.7 TB312246 7 63 21 4.5 34 6 3 33
M4.5 x 0.75 TB312266 8 70 25 6 4.9 8 3 3.7
M5 X 0.8 TB312286 8 70 25 6 49 8 B 42
M6 X1 TB312316 10 80 30 6 4.9 8 3 5
M7 x1 TB312346 10 80 30 7 55 8 3 6
M8 X 1.25 TB312366 13 920 35 8 6.2 9 3 6.8
M9 X 1.25 TB312396 13 90 35 9 7 10 3 78
M10 X 1.5 TB312426 15 100 39 10 8 11 3 8.5
M11 X 1.5 TB312466 17 100 40 8 6.2 12 B 9.5
M12 X 1.75 TB312506 18 110 44 9 7 10 3 10.2
M14 x 2 TB312546 20 110 44 1 9 12 B 12
M16 x 2 TB312606 20 110 44 12 9 12 3 14
M18 x 2.5 TB312656 25 125 50 14 11 14 4 155
M20 X 2.5 TB312706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TB312746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TB312786 30 160 60 18 14.5 17 4 21
M27 x 3 TB312866 30 160 60 20 16 19 4 24
M30 X 3.5 TB312946 35 180 70 22 18 21 4 26.5
pDIN 371(M2~M10) and DIN 376(M11~M30)
»+ DIN profile not ISO ©: Excellent O : Good
150 =, M K]
Dﬁﬂm Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrI:I[‘mst Malle;‘t’:l‘e =
VDI 3323 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended @] O O €] O O €] [©) O O

150 e —

Material - Aluminum- i Copper and Copper All Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed (Bronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o

170 phone:+82-32-526-0909, www.yg1.kr, E-mail:yg1@yg1.kr “4%/& YG-1CO,, LTD.

76

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

(ona71) (R -
2.5xD

P> Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

@D2 2D1 60

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
Length | Length | Length |Diameter| Size Length Flute Diameter
[4]]] P TIAIN L1 L2 Ls 2D2 K Kl z gd1
M2 X 04 TY312136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TY312156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TY312196 8 45 13 2.8 2.1 5 3 1.9
M2.5 X 0.45 TY312176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TY312496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TY312206 6 56 18 235 2.7 6 3 25
M3.5 X 0.6 TY312226 7 56 20 4 3 6 3 29
M4 x 0.7 TY312246 7 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TY312266 8 70 25 6 49 8 3 3.7
M5 X 0.8 TY312286 8 70 25 6 4.9 8 3 4.2
M6 %1 TY312316 10 80 30 6 4.9 8 3 5
M7 X1 TY312346 10 80 30 7 55 8 3 6
M8 X 125 TY312366 13 90 35 8 6.2 9 3 6.8
M9 % 1.25 TY312396 13 90 35 9 7 10 3 7.8
M10 X 1.5 TY312426 15 100 39 10 8 11 3 85
M11 X 1.5 TY312466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TY312506 18 110 44 9 7 10 3 10.2
M14 x 2 TY312546 20 110 44 1 9 12 3 12
M16 x 2 TY312606 20 110 44 12 9 12 3 14
M18 X 2.5 TY312656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TY312706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TY312746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TY312786 30 160 60 18 14.5 17 4 21
M27 x 3 TY312866 30 160 60 20 16 19 4 24
M30 X 3.5 TY312946 35 180 70 22 18 21 4 26.5
»-DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO ©: Excellent O Good
150 | —— m k]
Dmﬂm Non-alloy steel Low alloy steel Higai%edsg‘;el, Stainless steel Grey cast iron Nud'i"rlga = ME"E;ELE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]

150 T —

Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r?&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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CARBIDE

HSS
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SYNCHRO
TAPS
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7

ISO metric fine threads DIN 13
& Metrisches ISO-Feingewinde DIN 13

() ISO METRIQUE PAS FINS DIN13

{) ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

@D2 2D1 60°
1 1 £
| |
& Kl L1
o Ls . |¢-- ->|
| L2 ad1
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit: mm
e [ || it 20| 5 i e st e
Length | Length | Length |Diameter| Size Length Diameter
2D1 P Bright L1 L2 Ls @D2 K Kl z gd1
M4 X 0.5 TC413256 5 63 21 2.8 2.1 5 3 35
M5 X 0.5 TC413296 5 70 25 35 2.7 6 3 45
M6 X% 0.75 TC413326 8 80 30 4.5 3.4 6 3 52
M6 x 0.5 TC413336 5 80 30 45 3.4 6 3 55
M7 x 075 TC413356 10 80 30 55 4.3 7 3 6.2
M8 X1 TC413376 10 90 36 6 4.9 8 3 7
M8 X 0.75 TC413386 8 80 30 6 4.9 8 3 7.2
M10 X 1.25 TC413436 16 100 40 7 55 8 3 8.8
M10 X1 TC413446 10 90 36 7 5.5 8 3 9
M10 X 0.75 TC413456 10 90 36 7 5.5 8 3 9.2
M12 X 1.5 TC413516 15 100 40 9 7 10 3 10.5
M12 X 1.25 TC413526 15 100 40 9 7 10 3 10.8
M12 X1 TC413536 11 100 40 9 7 10 3 1
M14 X 1.5 TC413556 15 100 40 1 9 12 3 125
M14 x 1.25 TC413566 15 100 40 1 9 12 3 12.8
M16 X 1.5 TC413616 15 100 40 12 9 12 3 145
M18 X 1.5 TC413676 17 110 44 14 11 14 4 16.5
M20 X 1.5 TC413726 17 125 50 16 12 15 4 18.5
M22 X 1.5 TC413766 17 125 50 18 14.5 17 4 20.5
M24 X 1.5 TC413806 20 140 54 18 14.5 17 4 225
© : Excellent O :Good
150 | — M
Dﬁﬁlm Non-alloy steel Low alloy steel Higmgg:d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 | 13 | 14 15 | 16 17 | 18

i3 2 28 3 10 29 3 8 15 3 15 23 10 | 10 2 | 3 2
HB 125 150 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250
Recommended @] O O €] O O €] [©) O O
150 e —

Material - Aluminum- 5 C and CopperAlloys - Non Metallic §

Desapton wrotight oy Auminum-oast, aloyed 0PGS0 TREECORS TG ot fissi RessiantCuper oV

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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E/{<
ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

= ||

@D2 2D1 60

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
see [ [ vt 53 Lot g 2 | gz
Length | Length | Length |Diameter| Size Length Flute Diameter
D1 TiN L1 L2 L3 @D2 K Kl z [o]e]]
M4 X 05 TD413256 5 63 21 2.8 2.1 5 3 35
M5 X 05 TD413296 5 70 25 3.5 2.7 6 3 4.5
M6 X 0.75 TD413326 8 80 30 4.5 34 6 3 52
M6 X 0.5 TD413336 5 80 30 4.5 34 6 3 55
M7 X% 0.75 TD413356 10 80 30 5.5 4.3 7 3 6.2
M8 x1 TD413376 10 90 36 6 49 8 3 7
M8 X 0.75 TD413386 8 80 30 6 4.9 8 3 7.2
M10 X 1.25 TD413436 16 100 40 7 55 8 3 8.8
M10 %1 TD413446 10 90 36 7 5.5 8 3 9
M10 % 0.75 TD413456 10 90 36 7 55 8 3 9.2
M12 X 1.5 TD413516 15 100 40 9 7 10 3 10.5
M12 X 1.25 TD413526 15 100 40 9 7 10 3 10.8
M12 X1 TD413536 11 100 40 9 7 10 3 11
M14 X 1.5 TD413556 15 100 40 11 9 12 3 12.5
M14 X 1.25 TD413566 15 100 40 11 9 12 3 12.8
M16 x 1.5 TD413616 15 100 40 12 9 12 3 14.5
M18 x 1.5 TD413676 17 110 44 14 11 14 4 16.5
M20 X 1.5 TD413726 17 125 50 16 12 15 4 18.5
M22 x 1.5 TD413766 17 125 50 18 14.5 17 4 20.5
M24 x 1.5 TD413806 20 140 54 18 14.5 17 4 225
©: Excellent O :Good
150 | —— m
Dmﬂm Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
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“
/G
Unified coarse threads

& Unified Grobgewinde
() UNC

() Unificato passo grosso

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

2.5xD
2D2 2D1 0
T [ P
© ’_ﬁ ‘ L1
o Ls . |¢-- ->|
| L2 2d1

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
oee [T ome i et s Lt g s it [
TPI Length | Length | Length |Diameter| Size Length Diameter
@D Bright L1 L2 L3 2D2 K Kl z G
#4 - 40UNC TC174162 6 56 18 35 2.7 6 3 23
#5 - 40UNC TC174202 7 56 18 35 27 6 3 2.6
#6 - 32UNC TC174242 7 56 20 4 3 6 3 2.85
#8 - 32UNC TC174282 8 63 21 4.5 34 6 B 35
#10 - 24UNC TC174322 10 70 25 6 49 8 3 3.9
#12 - 24UNC TC174362 10 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TC174402 13 80 30 7 55 8 3 5.2
5/16 - 18UNC TC174442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TC174482 16 100 39 9 7 10 3 8
7/16 - 14UNC TC174522 17 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TC174562 20 110 44 9 7 10 3 10.75
9/16 - 12UNC TC174602 20 110 44 11 9 12 3 12.25
5/8 - TTUNC TC174642 22 110 44 12 9 12 3 135
3/4 - 10UNC TC174702 25 125 50 14 11 14 4 16.5
7/8 - 9UNC TC174742 27 140 54 18 14.5 17 4 19.5
1 - 8UNC TC174782 30 160 60 20 16 19 4 22.25
1-1/8 - 7UNC TC174822 35 180 65 22 18 21 4 25
p-DIN 371(#4~3/8) and DIN 376(7/16~1-1/8)
© : Excellent O :Good
150 | — m
Dﬁﬁlm Non-alloy steel Low alloy steel Higmgg:d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 2 13 14 15 16 17 18

i3 2 28 3 10 29 3 8 15 3 15 23 10 | 10 2 | 3 2
HB 125 150 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250
Recommended @] O O €] O O €] [©) O O
1s0

Material - Aluminum- 5 C and CopperAlloys - Non Metallic §

Desapton wrotight oy Auminum-oast, aloyed 0PGS0 TREECORS TG ot fissi RessiantCuper oV

VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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TD1 74 SERIES

E/ <

Unified coarse threads
U N c & Unified Grobgewinde

() UNC

() Unificato passo grosso

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

Holet pe
280

CARBIDE

THREAD
MILLS

SYNCHRO
TAPS

COMBO
TAPS

YG TAP
GENERAL

@D2 2D1 60°
I ] ___|_, YG TAP
J [ HARDENED
© ’_ﬁ L1
Ls |<- ->| YGTAP
| L2 @d1 INOX
ez
g ) Machine taps
VG @ a m m TiN Maschinengewindebohrer o
= YG TAP
Recommended Cutting Page : P.189 Unit : mm ALU
e 1T ot e o | et
TPI ngth | Length | Length [Diameter| Size Length Flute Diameter
@D1 TiN L1 L2 L3 @D2 K Kl z @d1 Yic,‘\“TAP
#4 - 40UNC TD174162 6 56 18 35 2.7 6 3 2.3
#5 - 40UNC TD174202 7 56 18 35 2.7 6 3 26 YGTAP
#6 - 32UNC TD174242 7 56 20 4 3 6 3 2.85 FORMING
#8 - 32UNC TD174282 8 63 21 4.5 34 6 B BS
#10 - 24UNC TD174322 10 70 25 6 4.9 8 3 3.9
#12 - 24UNC TD174362 10 80 30 6 4.9 8 3 4.5 NUT TAPS
1/4 - 20UNC TD174402 13 80 30 7 55 8 3 52
5/16 - 18UNC TD174442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TD174482 16 100 39 9 7 10 3 8 STITAPS
7/16 - 14UNC TD174522 17 100 40 8 6.2 9 3 9.4
172 - 13UNC TD174562 20 110 44 9 7 10 3 10.75
9/16 - 12UNC TD174602 20 110 44 11 9 12 3 12.25 ’
5/8 - T1UNC TD174642 22 110 44 12 9 12 3 13.5 PIPETAPS
3/4 - T0UNC TD174702 25 125 50 14 11 14 4 16.5
7/8 - 9UNC TD174742 27 140 54 18 14.5 17 4 195 TECHNICAL
1 - 8UNC TD174782 30 160 60 20 16 19 4 22.25 DATA
1-1/8 -  7UNC TD174822 35 180 65 22 18 21 4 25
p-DIN 371(#4~3/8) and DIN 376(7/16~1-1/8)
© : Excellent O : Good
150 | —— m
Dmﬂm Non-alloy steel Low alloy steel Higmegge‘?d’ Stainless steel
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]
N
Dﬁ;’l" wArtl)IergI!lTJaI"I:y Aluminum-cast, alloyed C%"'ggfé}g’)\"m N&'}x’\gﬁggc Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 220 23 | 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 P
HRe 5 30 | 25 38 34 55 60 42 55
HB 60 100 75 9 130 110 %0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommended (@) o
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7

Unified fine threads
U N F 4 Unified Feingewinde

() UNF

() Unificato passo grosso

P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Geeignet zum Gewinden von Sackléchern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

DIN 371
2.5xD

@D2 2D1 60°
P
=nE:
& Kl L1
o Ls . |¢-- ->|
| L2 ad1
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit: mm
oce 1| el | e e | e
TPI gth | Length | Length |Diameter| Size Length Flute Diameter
Bright L1 L2 Ls @D2 K Kl z [o]e)]
#4 - 48UNF TC184182 6 56 18 35 2.7 6 3 2.4
#5 - 44UNF TC184222 7 56 18 3.5 27 6 3 2.7
#6 - 40UNF TC184262 7 56 20 4 3 6 3 3
#8 - 36UNF TC184302 8 63 21 4.5 34 6 3 35
#10 - 32UNF TC184342 10 70 25 6 4.9 8 3 4.1
#12 - 28UNF TC184382 10 80 30 6 4.9 8 3 4.7
1/4 - 28UNF TC184422 10 80 30 7 55 8 3 55
5/16 - 24UNF TC184462 10 90 35 8 6.2 9 3 6.9
3/8 - 24UNF TC184502 10 100 39 9 7 10 3 8.5
7/16 - 20UNF TC184542 13 100 40 8 6.2 9 3 9.9
1/2 - 20UNF TC184582 13 100 40 9 7 10 3 115
9/16 - 18UNF TC184622 15 100 40 11 9 12 3 129
5/8 - 18UNF TC184662 15 100 40 12 9 12 3 145
3/4 - 16UNF TC184722 17 110 44 14 11 14 4 175
7/8 - 14UNF TC184762 17 125 50 18 14.5 17 4 20.5
1 - 12UNF TC184802 20 140 54 18 14.5 17 4 23.25
1-1/8 - 12UNF TC184842 22 150 60 22 18 21 4 26.5

PDIN 371(#4~3/8) and DIN 374(7/16~1-1/8)

© : Excellent O : Good

150 =, m K]
Dﬁﬁ!&n Non-alloy steel Low alloy steel H'gmgggd’ Stainless steel Grey cast iron Nud'i"rlglf‘ = MB"?ELE =
VDI 3323 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 20

HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended @] O O €] O O €] [©) O O

Iso

I
Material - Aluminum- i Copper and Copper All Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed (Bronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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7

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
1) ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

TBg1 3 SERIES

P With recessed threads for machine tapping of deep blind holes.
P> Suitable for tapping blind holes due to special flute geometry and
excellent chip evacuation.

P Mit abgesetztem Gewinde zum Schneiden von tiefen
Sacklochgewinden.

P Geeignet zum Gewinden von Sacklochern dank besonderer
Nutengeometrie und ausgezeichneter Spanabfuhr.

S
2.5xD

@D2 2D1 60

-
@di

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
e || L [ | e
Length | Length | Length [Diameter| Size Length Diameter
@D1 P Vap L1 L2 La @D2 K Kl z G
M2 X 04 TB913136 8 45 13 2.8 2.1 5 3 1.6
M2.2 x 0.45 TB913156 8 45 13 2.8 21 5 3 1.75
*M2.3 X 0.4 TB913196 8 45 13 2.8 21 5 3 1.9
M2.5 X 0.45 TB913176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TB913496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TB913206 6 56 18 3.5 27 6 3 25
M3.5 X 0.6 TB913226 7 56 20 4 3 6 3 29
M4 x 0.7 TB913246 7 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TB913266 8 70 25 6 4.9 8 3 37
M5 X 0.8 TB913286 8 70 25 6 4.9 8 3 4.2
M6 %1 TB913316 10 80 30 6 4.9 8 3 5
M7 X1 TB913346 10 80 30 7 55 8 3 6
M8 X 1.25 TB913366 13 90 35 8 6.2 9 3 6.8
M9 X 1.25 TB913396 13 90 35 9 7 10 3 7.8
M10 X 1.5 TB913426 15 100 39 10 8 11 3 85
M11 X 1.5 TB913466 17 100 40 8 6.2 9 3 9.5
M12 x 1.75 TB913506 18 110 44 9 7 10 3 10.2
M14 x 2 TB913546 20 110 44 1 9 12 3 12
M16 x 2 TB913606 20 110 44 12 9 12 3 14
M18 X 2.5 TB913656 25 125 50 14 11 14 4 15.5
M20 X 2.5 TB913706 25 140 54 16 12 15 4 17.5
M22 x 2.5 TB913746 25 140 54 18 14.5 17 4 19.5
M24 x 3 TB913786 30 160 60 18 14.5 17 4 21
M27 % 3 TB913866 30 160 60 20 16 19 4 24
M30 X 3.5 TB913946 35 180 70 22 18 21 4 26.5
p-DIN 371(M2~M10) and DIN 376(M11~M30)
-+ DIN profile not ISO ©: Excellent O Good
150 | —— m k]
Dwﬂm Non-alloy steel Low alloy steel Higmxsg‘;el, Stainless steel Grey cast iron Nudli‘rlglf‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) ]

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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7

TQ863 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P Geeignet fiir Durchgangslécher in héherer

Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke und bestem Werkstoff.

G [ T

3.0xD

P> Suitable for through hole in more cutting speed than other taps
due to thick web and the best substrate.

@D2 2D1
P
I I ___|_.
| |
© ’_ﬁ ‘ L1
;: R Ls N I«-- -»|
| L2 2d1
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit : mm
oo L s s | e
Length | Length | Length |Diameter| Size Length Diameter
Vap L1 L2 L3 2D2 K Kl z G
M2 X 04 TQ863136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TQ863156 8 45 13 28 2.1 5 3 1.75
M2.5 x 0.45 TQ863176 9 50 15 2.8 2.1 5 3 2.05
M3 X 05 TQ863206 1 56 18 35 27 6 3 25
M3.5 X 0.6 TQ863226 12 56 20 4 3 6 3 29
M4 X 0.7 TQ863246 13 63 21 4.5 34 6 3 33
M4.5 X 0.75 TQ863266 14 70 25 6 49 8 3 3.7
M5 X 0.8 TQ863286 15 70 25 6 49 8 3 4.2
M6 X1 TQ863316 17 80 30 6 49 8 3 5
M7 X1 TQ863346 17 80 30 7 55 8 3 6
M8 X 1.25 TQ863366 20 90 35 8 6.2 9 3 6.8
M10 X 1.5 TQ863426 22 100 39 10 8 11 3 8.5
M12 x 1.75 TQ863506 24 110 44 9 7 10 3 10.2
p-DIN 371(M2~M10) and DIN 376(M12)
© : Excellent O :Good
150 | — L} k]
Dﬁﬂ" Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrlgamst MB"?ELE =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 3 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended o O O © O O © [©) O O O O
O N

Material - Aluminum- i C and Copper Al Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed Wp(gronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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7

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

TR863 SERIES

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke und bestem Werkstoff.

Hole type Iml 77|

P Suitable for through hole in more cutting speed than other taps
due to thick web and the best substrate.

DIN 376 - — e

@D2 D1

3.0xD

60°

L3 IQ— —>|
@di

Machine taps
Maschinengewindebohrer

Unit : mm
e e | L e s it e
Lengt Length | Length |Diameter| Size Length Flute Diameter
Bright L1 L2 Ls @D2 K Kl z [o]e]]
M2 X 04 TR863136 8 45 13 28 2.1 5 3 1.6
M2.2 X 0.45 TR863156 8 45 13 28 2.1 5 3 1.75
M2.5 X 0.45 TR863176 9 50 15 28 2.1 5 3 2.05
M3 X 0.5 TR863206 11 56 18 35 2.7 6 B 25
M3.5 x 0.6 TR863226 12 56 20 4 3 6 3 29
M4  x 0.7 TR863246 13 63 21 4.5 34 6 3 33
M4.5 X 0.75 TR863266 14 70 25 6 4.9 8 3 3.7
M5 X 0.8 TR863286 15 70 25 6 4.9 8 3 4.2
M6 X1 TR863316 17 80 30 6 4.9 8 3 5
M7 x1 TR863346 17 80 30 7 55 8 3 6
M8 X 1.25 TR863366 20 90 35 8 6.2 9 3 6.8
M10 X 1.5 TR863426 22 100 39 10 8 11 3 85
M12 X 1.75 TR863506 24 110 44 9 7 10 3 10.2
pDIN 371(M2~M10) and DIN 376(M12)
© : Excellent O : Good
150 | —— m
Dwﬂm Non-alloy steel Low alloy steel Higmﬁsg;el, Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 | 14 15 16 17 18 19 20
HRe 13 25 28 3 10 29 3 | 3 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) O o) ]

150 T —

Material  Aluminum- i C and Copper Al Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed opp(eBrrorEe lé’r’“’&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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Tc422 SERIES

ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
() ISO Metrico passo grosso DIN 13

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

DIN 371 — — Iml m
3.0xD
DIN 376 - = -

2D2 2D
P
I I ___|_.
é ? | |
© ’_ﬁ ‘ L1
o Ls I«-- -»|
| L2 di
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit : mm
[ || o L] s s it | e
Length | Length | Length |Diameter| Size Length Diameter
D1 P Bright L1 L2 Ls @D2 K Kl z G
M2 X 04 TC422136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TC422156 8 45 13 28 2.1 5 3 1.75
*M2.3 X 0.4 TC422196 8 45 13 2.8 2.1 5 3 19
M2.5 x 0.45 TC422176 9 50 15 28 21 5 3 2.05
*M2.6 X 0.45 TC422496 9 50 15 2.8 2.1 5 3 2.1
M3 X 0.5 TC422206 11 56 18 35 2.7 6 3 25
M3.5 X 0.6 TC422226 12 56 20 4 3 6 3 29
M4 X% 0.7 TC422246 13 63 21 4.5 3.4 6 3 33
M4.5 X 0.75 TC422266 14 70 25 6 49 8 3 3.7
M5 X038 TC422286 15 70 25 6 49 8 3 4.2
M6 X1 TC422316 17 80 30 6 49 8 3 5
M7 X1 TC422346 17 80 30 7 55 8 3 6
M8 x 1.25 TC422366 20 90 35 8 6.2 9 3 6.8
M9 X 1.25 TC422396 20 90 35 9 7 10 3 7.8
M10 X 1.5 TC422426 22 100 39 10 8 11 3 8.5
M11 X 15 TC422466 22 100 40 8 6.2 9 3 9.5
M12 X 1.75 TC422506 24 110 44 9 7 10 3 10.2
M14 x 2 TC422546 26 110 44 11 9 12 3 12
Mi16 x 2 TC422606 27 110 44 12 9 12 3 14
M18 X 2.5 TC422656 30 125 50 14 11 14 4 15.5
M20 X 2.5 TC422706 32 140 54 16 12 15 4 17.5
M22 x 25 TC422746 32 140 54 18 145 17 4 19.5
M24 x 3 TC422786 34 160 60 18 14.5 17 4 21
M27 % 3 TC422866 36 160 60 20 16 19 4 24
M30 X 3.5 TC422946 40 180 70 22 18 21 4 26.5
p-DIN 371(M2~M10) and DIN 376(M11~M30)
»+ DIN profile not ISO ©: Excellent O : Good
150 | — M k]
Dﬁﬂm Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrI:I[‘mst Malle;‘t’:l‘e =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 3 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended o O O © O O © [©) O O O O

150 e —

Material - Aluminum- i Copper and Copper All Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed (Bronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() 1SO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

DIN 371
DIN 376 - -

@D2 D1

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

Imllml

3.0xD

60°

-
@di

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm

Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
Lengt Length | Length |Diameter| Size Length Flute Diameter
L1 L2 Ls 2D2 K Kl z @d1

D1 TiN
M2 X 04 TD422136 8 45 13 2.8 2.1 5 3 1.6
M2.2 X 0.45 TD422156 8 45 13 2.8 2.1 5 3 1.75
*M2.3 X 0.4 TD422196 8 45 13 2.8 2.1 5 3 1.9
M2.5 % 0.45 TD422176 9 50 15 2.8 21 5 3 2.05
*M2.6 %X 0.45 TD422496 9 50 15 2.8 2.1 5 3 2.1
M3 X 05 TD422206 11 56 18 Bi5 2.7 6 3 25
M3.5 X 0.6 TD422226 12 56 20 4 3 6 3 29
M4  x 0.7 TD422246 13 63 21 4.5 34 6 3 33
M4.5 x 0.75 TD422266 14 70 25 6 4.9 8 3 3.7
M5 X 0.8 TD422286 15 70 25 6 49 8 3 42
M6 X1 TD422316 17 80 30 6 4.9 8 3 5
M7 X1 TD422346 17 80 30 7 5.5 8 3 6
M8 X 1.25 TD422366 20 20 35 8 6.2 9 3 6.8
M9 X 1.25 TD422396 20 90 35 9 7 10 3 7.8
M10 X 1.5 TD422426 22 100 39 10 8 11 3 8.5
M11 X 1.5 TD422466 22 100 40 8 6.2 9 3 9.5
M12 X 1.75 TD422506 24 110 44 9 7 10 3 10.2
M14 x 2 TD422546 26 110 44 11 9 12 B 12
M16 x 2 TD422606 27 110 44 12 9 12 3 14
M18 x 2.5 TD422656 30 125 50 14 11 14 4 155
M20 X 2.5 TD422706 32 140 54 16 12 15 4 17.5
M22 x 2.5 TD422746 32 140 54 18 14.5 17 4 19.5
M24 x 3 TD422786 34 160 60 18 14.5 17 4 21
M27 x 3 TD422866 36 160 60 20 16 19 4 24
M30 X 3.5 TD422946 40 180 70 22 18 21 4 26.5
»DIN 371(M2~M10) and DIN 376(M11~M30)
*
p+ DIN profile not ISO ©: Excellent O : Good
150 | I —— M K]
Dmﬂm Non-alloy steel Low alloy steel Higai%edsg‘;el, Stainless steel Grey cast iron Nud'i"rlga = ME"E;ELE ==
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O €] O ] €] [©) @] O Qo ]

150 T —

Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r?&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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CARBIDE

76

HSS | TE422 e |
THREAD ISO metric coarse threads DIN 13
s & Metrisches ISO-Gewinde DIN 13
() ISO METRIQUE DIN13
SYNCTFARF’% () ISO Metrico passo grosso DIN 13
P Recc \ded for tapping abrasive materials due to nitriding, P Empfohlen fiir das Gewindeschneiden verschleiRfordernder
not suitable for tapping tough or high strength materials. Werkstoffe wegen der Nitrierung; nicht geeignet fur das
COMBO Gewinden zaher oder hochfester Werkstoffe.
TAPS
——— Hole type
——— @@ [ o
GENERAL i
YG TAP
STEEL .
D2 2D
YGTAP — £
HARDENED ] I "_l_'
& Kl L1
YG TAP L3 IQ-- —}|
INOX | L2 @d1
YG TAP
CAST ;
IRON Machine taps
Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.189 Unit: mm
oo | ol o | |
YGTAP Length | Length | Length |Diameter| Size Length Diameter
TiHN\ @D1 P Ni L1 L2 L3 @D2 K Kl Z @d1
M2 X 04 TE422136 8 45 13 2.8 2.1 5 3 1.6
YGTAP M2.2 X 0.45 TE422156 8 45 13 2.8 2.1 5 3 1.75
FORMING *M2.3 X 0.4 TE422196 8 45 13 2.8 2.1 5 3 1.9
' M2.5 x 0.45 TE422176 9 50 15 2.8 2.1 5 3 2.05
*M2.6 X 0.45 TE422496 9 50 15 2.8 2.1 5 3 2.1
NUT TAPS M3 X 0.5 TE422206 11 56 18 35 2.7 6 3 25
M3.5 X 0.6 TE422226 12 56 20 4 3 6 3 29
M4 x 0.7 TE422246 13 63 21 4.5 3.4 6 3 33
M4.5 x 0.75 TE422266 14 70 25 6 4.9 8 3 3.7
STITAPS M5 X038 TE422286 15 70 25 6 4.9 8 3 4.2
M6 X1 TE422316 17 80 30 6 4.9 8 3 5
M7 x1 TE422346 17 80 30 7 5.5 8 3 6
PIPE TAPS M8 x 1.25 TE422366 20 90 35 8 6.2 9 3 6.8
M9 X 1.25 TE422396 20 90 35 9 7 10 3 7.8
M10 X 1.5 TE422426 22 100 39 10 8 11 3 8.5
TECHNICAL M11 X 15 TE422466 22 100 40 8 6.2 9 3 9.5
DATA M12 % 1.75 TE422506 24 110 44 9 7 10 3 10.2
M14 x 2 TE422546 26 110 44 11 9 12 3 12
M16 x 2 TE422606 27 110 44 12 9 12 3 14
M18 X 2.5 TE422656 30 125 50 14 11 14 4 15.5
M20 x 2.5 TE422706 32 140 54 16 12 15 4 17.5
M22 x 25 TE422746 32 140 54 18 14.5 17 4 19.5
M24 x 3 TE422786 34 160 60 18 14.5 17 4 21
M27 %3 TE422866 36 160 60 20 16 19 4 24
M30 X 3.5 TE422946 40 180 70 22 18 21 4 26.5
p-DIN 371(M2~M10) and DIN 376(M11~M30)
>+ DIN profile not ISO © : Excellent O:Good
150 | — m k]
Dﬁﬂm Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrI:I[‘mst MB"?ELE =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 13 14 15 16 17 18 19 20
HRe 13 25 28 3 10 | 29 32 38 15 35 | 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended o O O © O O © [©) O O O O

150 e —

Material - Aluminum- i Copper and Copper All Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed (Bronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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ISO metric coarse threads DIN 13

& Metrisches ISO-Gewinde DIN 13
() 1SO METRIQUE DIN13
{) ISO Metrico passo grosso DIN 13

TY422 SERIES

P Suitable for through hole in more cutting speed than other taps
due to thick web.

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

3.0xD

—a _! Holetype Iml l[:]]

DIN 376 —

60°
@D2 D1

-
@di

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm
e oo | oomne it L S st g
Length | Length | Length |Diameter| Size Length Diameter
P TIAIN L1 L2 Ls @D2 K Kl z Gd1

M2 X 04 TY422136 8 45 13 2.8 2.1 5 3 1.6

M2.2 x 0.45 TY422156 8 45 13 2.8 21 5 3 1.75

*M2.3 X 0.4 TY422196 8 45 13 28 21 5 3 19

M2.5 X 0.45 TY422176 9 50 15 2.8 2.1 5 3 2.05

*M2.6 X 0.45 TY422496 9 50 15 2.8 2.1 5 3 2.1

M3 X 0.5 TY422206 11 56 18 Bi5 27 6 3 25

M3.5 X 0.6 TY422226 12 56 20 4 3 6 3 29

M4 x 0.7 TY422246 13 63 21 4.5 3.4 6 3 33

M4.5 x 0.75 TY422266 14 70 25 6 4.9 8 3 3.7

M5 X 0.8 TY422286 15 70 25 6 4.9 8 3 4.2

M6 %1 TY422316 17 80 30 6 4.9 8 3 5

M7 X1 TY422346 17 80 30 7 55 8 3 6

M8 X 1.25 TY422366 20 90 35 8 6.2 9 3 6.8

M9 X 1.25 TY422396 20 90 35 9 7 10 3 7.8

M10 X 1.5 TY422426 22 100 39 10 8 11 3 8.5

M11 X 1.5 TY422466 22 100 40 8 6.2 9 3 9.5

M12 x 1.75 TY422506 24 110 44 9 7 10 3 10.2

M14 x 2 TY422546 26 110 44 11 9 12 3 12

M16 x 2 TY422606 27 110 44 12 9 12 3 14

M18 X 2.5 TY422656 30 125 50 14 11 14 4 15.5

M20 X 2.5 TY422706 32 140 54 16 12 15 4 17.5

M22 x 2.5 TY422746 32 140 54 18 14.5 17 4 19.5

M24 x 3 TY422786 34 160 60 18 14.5 17 4 21

M27 % 3 TY422866 36 160 60 20 16 19 4 24

M30 X 3.5 TY422946 40 180 70 22 18 21 4 26.5
p-DIN 371(M2~M10) and DIN 376(M11~M30)
P+ DIN profile not ISO ©: Excellent O Good

150 | —— m k]
Dmﬁén Non-alloy steel Low alloy steel Higaitg&edsg;el, Stainless steel Grey cast iron Nud'i"rlglf‘ = ME"E;ELE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20

HRc 13 | 25 | 28 32 | 10 29 3 38 15 35 | 15 | 23 | 10 10 | 26 3 25 21

HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) O o) @)

Iso

I
Material  Aluminum- i Copper and Copper All Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed (Bronze lé’r?&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRc 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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CARBIDE
-~
Tc263 SERIES
THREAD ISO metric fine threads DIN 13
s & Metrisches ISO-Feingewinde DIN 13
() ISO METRIQUE PAS FINS DIN13
SYNCTkAFé)CS) {)ISO Metrico passo fine DIN 13
P> Suitable for through hole in more cutting speed than other taps P Geeignet fiir Durchgangslocher in héherer
due to thick web. Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
COMBO groRerer Kerndicke.
TAPS
— e 'n
e ons) — O
GENERAL
YG TAP
STEEL .
2D2 @D1 R
YG TAP T 1]
HARDENED |
& Kl L1
YG TAP Ls I‘-- _}|
INOX L2 2d1
I
YG TAP
CAST ;
IRON Machine taps
Maschinengewindebohrer
YG TAP
ALU Recommended Cutting Page : P.189 Unit: mm
Thread | Overall Neck Shank | Square | Square | No.of | Tapping Drill
YGTAP Length | Length | Length |Diameter| Size Length Flute Diameter
TiNi D1 P Bright L1 L2 Ls 2D2 K Kl Z @d1
M4 X 05 TC263256 10 63 21 2.8 2.1 5 3 35
YG TAP M5 X 05 TC263296 11 70 25 35 2.7 6 3 4.5
FORMING M6 X% 0.75 TC263326 13 80 30 4.5 34 6 3 52
M6 X 0.5 TC263336 13 80 30 4.5 34 6 B 55
M7 % 0.75 TC263356 14 80 30 55 4.3 7 3 6.2
NUT TAPS M8 X1 TC263376 17 90 36 6 4.9 8 3 7
M8 X 0.75 TC263386 14 80 30 6 4.9 8 3 7.2
M10 X 1.25 TC263436 22 100 40 7 5.5 8 3 8.8
STITAPS M10 X1 TC263446 18 90 36 7 5.5 8 3 9
M10 X 0.75 TC263456 18 90 36 7 5.5 8 3 9.2
M12 X 1.5 TC263516 22 100 40 9 7 10 3 10.5
PIPE TAPS M12 x 1.25 TC263526 22 100 40 9 7 10 3 10.8
M12 x1 TC263536 18 100 40 9 7 10 3 11
M14 x 1.5 TC263556 22 100 40 11 9 12 3 12.5
TECHNICAL M14 x 1.25 TC263566 22 100 40 11 9 12 3 12.8
DATA M16 X 1.5 TC263616 22 100 40 12 9 12 3 14.5
M18 X 1.5 TC263676 25 110 44 14 11 14 4 16.5
M20 X 1.5 TC263726 25 125 50 16 12 15 4 18.5
M22 X 1.5 TC263766 25 125 50 18 14.5 17 4 20.5
M24 X 1.5 TC263806 27 140 54 18 14.5 17 4 225
© : Excellent O : Good
10 ] m
Dﬁﬂ" Non-alloy steel Low alloy steel H'gmgggd’ Stainless steel Grey cast iron Nudli.lrlgamst MB"?ELE =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 13 14 15 16 17 18 19 20
HRe 13 25 28 3 10 | 29 32 38 15 35 | 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended o O O © O O © [©) O O O O
10
Material ' Aluminum- Aluminum-cast, alloyed C%"'ﬂ‘g&é’g‘)\"m N&Z{gﬁ:gic Heat Resistant Super Alloys

Description - wrought alloy
VDI3323 21 22 23 24 25

HB 60 100 75 0 130

26
10

27
0

28 29 30 31

100

15

200 280 250 @ 350

o

32 33 34 35 36 37 38 39

30 25 38 34 55

320 400Rm 1050Rm 550 630 400 550
o
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ISO metric fine threads DIN 13

& Metrisches ISO-Feingewinde DIN 13

() ISO METRIQUE PAS FINS DIN13

() ISO Metrico passo fine DIN 13
P Suitable for through hole in more cutting speed than other taps P Geeignet fiir Durchgangslocher in héherer
due to thick web.

Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

eesssssssssee I Hole t
(DIN374) Iml )
3.0xD
60°
@D2 @D1
| | .
=
L1
L3 IQ— —>|

L2 @d1

Machine taps
Maschinengewindebohrer

Unit : mm
e || L o | e
Length | Length | Length |Diameter| Size Length Diameter
TiN L1 L2 Ls @D2 K Kl Z G
M4 x 0.5 TD263256 10 63 21 2.8 2.1 5 3 35
M5 X 0.5 TD263296 11 70 25 35 2.7 6 3 4.5
M6 X 0.75 TD263326 13 80 30 4.5 3.4 6 3 52
M6 X 0.5 TD263336 13 80 30 4.5 34 6 B 55
M7 X% 0.75 TD263356 14 80 30 55 43 7 3 6.2
M8 X1 TD263376 17 90 36 6 4.9 8 3 7
M8 X 0.75 TD263386 14 80 30 6 4.9 8 3 72
M10 X 1.25 TD263436 22 100 40 7 55 8 3 8.8
M10 X 1 TD263446 18 920 36 7 55 8 3 9
M10 X 0.75 TD263456 18 920 36 7 55 8 3 9.2
M12 x 1.5 TD263516 22 100 40 9 7 10 3 105
M12 X 1.25 TD263526 22 100 40 9 7 10 3 10.8
M12 X1 TD263536 18 100 40 9 7 10 3 11
M14 X 1.5 TD263556 22 100 40 11 9 12 3 12.5
M14 X 1.25 TD263566 22 100 40 11 9 12 3 12.8
M16 x 1.5 TD263616 22 100 40 12 9 12 3 145
M18 X 1.5 TD263676 25 110 44 14 11 14 4 16.5
M20 X 1.5 TD263726 25 125 50 16 12 15 4 185
M22 x 1.5 TD263766 25 125 50 18 14.5 17 4 20.5
M24 x 1.5 TD263806 27 140 54 18 14.5 17 4 225
© : Excellent O : Good
150 | I —— M
Dwﬂm Non-alloy steel Low alloy steel %msbel Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI3323 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 20
HRe 13 25 28 | 32 10 29 | 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O © O o) © © o) O Qo ]
150 T —

Material  Aluminum- i C and Copper Al Non Metallic 7
Description wrought alloy Aluminum-cast, alloyed opp(eBrrorEe lé’r’“’&) S Materials Heat Resistant Super Alloys
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl

HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
o

Recommended O
185
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Tc244 SERIES

Unified coarse threads
& Unified Grobgewinde
() UNC
() Unificato passo grosso
P Geeignet fiir Durchgangslécher in hoherer

Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

QD [

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

DIN 371

3.0xD

@D2 2D1
| | £
& Kl L1
R Ls N I«-- -»|
| L2 2d1
Machine taps
Maschinengewindebohrer
Recommended Cutting Page : P.189 Unit : mm
| sze | | evewe [T | Do | e Lofme S | P | W | Thmel
TPI Length | Length | Length |Diameter| Size Length Diameter
D1 Bright L1 L2 Ls 2D2 K Kl z gd1
#4 - 40UNC TC244162 11 56 18 35 2.7 6 3 23
#5 - 40UNC TC244202 11 56 18 35 27 6 3 2.6
#6 - 32UNC TC244242 12 56 20 4 3 6 3 2.85
#8 - 32UNC TC244282 13 63 21 45 34 6 3 35
#10 - 24UNC TC244322 15 70 25 6 49 8 3 3.9
#12 - 24UNC TC244362 16 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TC244402 17 80 30 7 55 8 3 52
5/16 - 18UNC TC244442 20 90 35 8 6.2 9 3 6.6
3/8 - T6UNC TC244482 22 100 39 9 7 10 3 8
7/16 - T4UNC TC244522 22 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TC244562 25 110 44 9 7 10 3 10.75
9/16 - 12UNC TC244602 26 110 44 11 9 12 3 12.25
5/8 - 1TUNC TC244642 27 110 44 12 9 12 3 135
3/4 - 10UNC TC244702 30 125 50 14 11 14 4 16.5
7/8 - 9UNC TC244742 32 140 54 18 14.5 17 4 19.5
1 - 8UNC TC244782 36 160 60 20 16 19 4 22.25
1-1/8 - 7UNC TC244822 40 180 70 22 18 21 4 25
p-DIN 371(#4~3/8) and DIN 376(7/16~1-1/8)
© : Excellent O :Good
150 | — M
Dﬁﬂ" Non-alloy steel Low alloy steel Higmgg‘;el, Stainless steel Grey cast iron Nudli.lrlgamst MB"?ELE =
VDI3323 1 2 3 4 5 6 7 8 9 10 1 22 | 13 | 14 15 16 17 18 19 | 20
HRc 13 | 25 | 28 | 3 | 10 | 20 32 38 15 35 15 23 10 | 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended o O O © O O © [©) O O O O
O N

Material - Aluminum- i C and Copper Al Non Metallic 7 q
Description wrought alloy Aluminum-cast, alloyed Wp(gronze Ié’rg) 075 Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39

HRc 15 30 25 38 34 55 60
HB 60 100 75 20 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommendd o] o
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E/ <

Unified coarse threads
U N c & Unified Grobgewinde

() UNC

() Unificato passo grosso

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

o v " ——— Hole type IE]I l[:]]
3.0xD
DIN 376

P Suitable for through hole in more cutting speed than other taps
due to thick web.

60°

CARBIDE

THREAD
MILLS

SYNCHRO
TAPS

COMBO
TAPS

YG TAP
GENERAL

@D2 2D1
| | ___|_, YG TAP
J [ HARDENED
© ’_ﬁ L1
L3 I‘- -’| YG TAP
Lo @di INOX
I
YG TAP
Machine taps |CRAOS,\1T
Maschinengewindebohrer
YG TAP
Recommended Cutting Page : P.189 Unit : mm ALU
ozt || el e e | e
TPI ngth | Length | Length |Diameter| Size Length Diameter
D1 TiN L1 L2 Ls @D2 K Kl Z G YiG,-JAP
#4 - 40UNC TD244162 11 56 18 3.5 2.7 6 3 23
#5 - 40UNC TD244202 11 56 18 35 2.7 6 3 2.6 YGTAP
#6 - 32UNC TD244242 12 56 20 4 3 6 3 2.85 FORMING
#8 - 32UNC TD244282 13 63 21 4.5 34 6 3 35
#10 - 24UNC TD244322 15 70 25 6 4.9 8 3 3.9
#12 - 24UNC| TD244362 16 80 30 6 49 8 3 45 NUT TAPS
1/4 - 20UNC TD244402 17 80 30 7 55 8 3 52
5/16 - 18UNC TD244442 20 90 35 8 6.2 9 3 6.6
3/8 - T6UNC TD244482 22 100 39 9 7 10 3 8 STITAPS
7/16 - T4UNC TD244522 22 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TD244562 25 110 44 9 7 10 3 10.75
9/16 - 12UNC TD244602 26 110 44 1 9 12 3 12.25
5/8 - 11UNC TD244642 27 110 44 12 9 12 3 13.5 PIPETAPS
3/4 - 10UNC TD244702 30 125 50 14 1 14 4 16.5
7/8 - 9UNC TD244742 32 140 54 18 14.5 17 4 19.5 TECHNICAL
1 - 8UNC| TD244782 36 160 60 20 16 19 4 2225 DATA
1-1/8 - 7UNC TD244822 40 180 70 22 18 21 4 25

PDIN 371(#4~3/8) and DIN 376(7/16~1-1/8)

© : Excellent O : Good

150 | I —— M
Dwﬁén Non-alloy steel Low alloy steel H'gm’ Stainless steel Grey cast iron NudliJrI::‘ = MEIIE;:’LE ==
VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRe 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230
Recommended O O O €] O ] €] [©) @] O Qo ]
150 T —
Material  Aluminum- i C and Copper Al Non Metallic 7 i
Description wrought alloy Aluminum-cast, alloyed opp(eBrrorEe 7 é’r’;&) S Materials Heat Resistant Super Alloys Titanium Alloys ---
VDI3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 gl
HRe 15 30 25 38 34 55 | 60 42 55
HB 60 100 75 0 130 10 0 100 200 280 250 350 320 400Rm 1050Rm 550 630 400 550
Recommencd Q o
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CARBIDE

HSS
THREAD
MILLS
SYNCHRO
TAPS
COMBO
TAPS

YG TAP
GENERAL

YG TAP
STEEL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING

NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA

7

Tc2 54 SERIES

Unified fine threads

& Unified Feingewinde
() UNF
() Unificato passo fine

UNF

P> Suitable for through hole in more cutting speed than other taps
due to thick web.

DIN 371
DIN 374

P> Geeignet fiir Durchgangslécher in hoherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

@ [ =

3.0xD

60°
D2 2D
| | £
& Kl L1
Ls I‘-- _;|
| L2 2d1

Machine taps
Maschinengewindebohrer

Recommended Cutting Page : P.189 Unit : mm

Thread | Overall Neck Shank | Square | Square Tapping Drill
TPI Length | Length | Length |Diameter| Size Length Diameter
L1 L2 La @D2 K Kl g1

@D Bright z

#4 - 48UNF TC254182 11 56 18 35 2.7 6 3 24
#5 - 44UNF TC254222 11 56 18 35 27 6 3 27
#6 - 40UNF TC254262 12 56 20 4 3 6 3 3

#8 - 36UNF TC254302 13 63 21 45 34 6 3 35
#10 - 32UNF TC254342 15 70 25 6 49 8 3 4.1

#12 - 28UNF TC254382 16 80 30 6 4.9 8 3 4.7
1/4 - 28UNF TC254422 17 80 30 7 55 8 3 55
5/16 - 24UNF TC254462 17 90 35 8 6.2 9 3 6.9
3/8 - 24UNF TC254502 18 100 39 9 7 10 3 8.5
7/16 - 20UNF TC254542 22 100 40 8 6.2 9 3 9.9
1/2 - 20UNF TC254582 22 100 40 9 7 10 3 115
9/16 - 18UNF TC254622 22 100 40 11 9 12 3 129
5/8 - 18UNF TC254662 22 100 40 12 9 12 3 14.5
3/4 - 16UNF TC254722 25 110 44 14 11 14 4 17.5
7/8 - T4UNF TC254762 26 125 50 18 14.5 17 4 205
1 - 12UNF TC254802 28 140 54 18 14.5 17 4 23.25
1-1/8 - 12UNF TC254842 30 150 60 22 18 21 4 26.5

P-DIN 371(#4~3/8) and DIN 374(7/16~1-1/8)

© : Excellent O : Good

150 =, M

Dﬁgn Non-alloy steel Low alloy steel H'%',m@d’ Stainless steel

VDI 3323 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18
HRe 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25

13
HB | 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260
Recommended o O O © O O €] [©) O O O O

150 e —

160 250

Material ~ Aluminum- 0 Copper and Copper All Non Metallic "
Desarpton wroughtalloy Aluminum-cast aloyed “PRE B0 ERE oY on iR I e STl
VDI3323 21 22 23 | 24 25 26 27 28 29 30 31 32 33 34
HRc 530 | % 38
HB " 60 0 75 9 % Mo 9 100 200 280 250 350
Recommended O

35 36 37 38 39

34 55 | 60

320 400Rm 1050Rm 550 630 400 550
o
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o)
2
o
2

ol

w

<
R

Non-alloy steel

Low alloy steel

High alloyed steel,
and tool steel

M

o

Stainless steel

Grey cast iron

>

Nodular cast iron

Malleable cast iron

Aluminum-
wrought alloy

~

~ = = =
= o y =

2

Aluminum-

cast, alloyed
26

- Copper and

Copper Alloys
(Bronze / Brass)

Non Metallic
- Materials
Heat Resistant
Super Alloys
Titanium Alloys

Hardened steel

LUN  Chilled Cast Iron

Hardened Cast Iron

125
190
250
270
300
180
275

350
200
325
200
240
180
180
260
160

130
230
60
100
75

130
110
20
100

200
280
250
350
320
400Rm
1050Rm
550
630
400
550

21

15
30
25
38
34

55

42
55

15-20
1218
10-15
610
10-15
10-15
6-10
3-5
35

4-6

10-15

10-15

15-20
12-18
10-15
6-10
10-15
10-15
6-10
35
35

10-15

10-15

RECOMMENDED CUTTING CONDITIONS
EMPFOHLENE SCHNEIDKONDITIONEN

TD422
TD263 | TE422 | TY422
TD244

TY312 TB913 T0863

Ve (m/

1520 | 20-25 | 15-20 | 20-25 | 15-20 | 1520 | 1520 | 1520 | 15-20 | 20-25 | 20-25
12-18 | 18-24 | 12-18 | 18-24 | 12-18 | 12-18 | 12-18 | 12-18 | 12-18 | 18-24 | 18-24
10-15 | 1520 | 10-15 | 1520 | 10-15 | 10-15 | 10-15 | 10-15 | 10-15 | 1520 | 15-20
6-10 | 10-14 | 610 | 10-14 | 610 | 6-10 | 610 | 6-10 | 610 | 10-14 | 10-14
10-15 | 15-20 | 10-15 | 15-20 | 10-15 | 10-15 | 10-15 | 10-15 | 10-15 | 1520 | 15-20
10-15 | 1520 | 10-15 | 1520 | 10-15 | 10-15 | 10-15 | 10-15 | 10-15 | 1520 | 15-20
6-10 | 10-14 | 610 | 10-14 | 610 | 6-10 | 610 | 6-10 | 610 | 10-14 | 10-14
35 57 35 57 3-5 35 35 35 35 57 57

35 57 35 57 35 35 35 35 35 57 57

7-10 | 7-10 | 7-10 | 7-10 | 10-15 | 10-15
58 58 58 58 | &11 | &N

10-15 | 1520 | 10-15 | 1520 | 10-15 | 10-15 | 10-15 | 10-15 | 10-15 | 1520 | 1520

10-15 | 15-20 | 10-15 | 15-20 | 10-15 | 10-15 | 10-15 | 10-15 | 10-15 | 1520 | 15-20

%G YG-1CO, LTD.
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CARBIDE

THREAD
MILLS

SYNCHRO
TAPS

COMBO
TAPS

YG TAP
GENERAL

YG TAP
HARDENED

YG TAP
INOX

YG TAP
FORMING
NUT TAPS
STITAPS

PIPE TAPS

TECHNICAL
DATA




